


Adjustable Vertical Cable
Management Maximizes Space In

The Side Of The Frame

Universal Vented
Rear Door

Top Access Cable Management
With Molded Inserts 

Fan Grille Accepts 
Optional 

550 CFM Fan

Vented Locking
Side Panel

Open Base For
Maximum Airflow

Efficiency

Universal Vented
Front Door

Leveling Feet
Extend To 23/4 For
Easy Access To
Raised Floor Tiles

Slotted Rail System
For Easy Rail
Adjustment

Casters Extend
21/8" Below Base
Adding To Overall
Height

21/8"

1" Min.

23/4" Max.



INDEX

LANPRO Pre-Configured Cabinets
25" Pre-Configured 
Frames and Rails    p. 9
48" Double Wide Pre-Configured 
Frames and Rails    p. 38

LANPRO 48 Hour Quick Ship
Pre-Configured Cabinets p. 4
48 Hour Quick Ship p. 4

LANPRO 5 Day Quick Ship
5 Day Quick Ship p. 5-6

25" LANPRO Frames 
for 19" Rack Mount

LANPRO Frames  p. 7 
Rails p. 8-11
Top & Bottom Panels p. 12
Front & Rear Doors p. 13
Side Panels p. 14
Power Options p. 15
Fan p. 16
Cable Management p. 16-17
Casters p. 18
Anti-Tip Base p. 18
Shelves p. 18-20

INDEX

29" LANPRO Frames
for 23" Rack Mount

LANPRO Frames  p. 21 
Rails p. 22-27
Top & Bottom Panels p. 28
Front & Rear Doors p. 29
Side Panels p. 30
Power Options p. 31
Fan p. 32
Cable Management p. 32-33
Casters p. 34
Anti-Tip Base p. 34
Shelves p. 34-35

48" LANPRO

Double-Wide Frames
for 19" Rack Mount

LANPRO Frames  p. 36 
Rails p. 37-40
Top Panels p. 41
Front & Rear Doors p. 42
Side Panels p. 43
Power Options p. 44
Fan p. 45
Cable Management p. 45-46
Casters p. 47
Shelves p. 47-48

INDEX

48" LANPRO Frames
for free standing hardware

LANPRO Frames  p. 49 
Top & Bottom Panels p. 41
Front & Rear Doors p. 50
Side Panels p. 51
Power Options p. 52
Fan p. 52
Cable Management p. 52
Casters p. 53
Shelves p. 53

LANPRO Co-Location Cabinets
Preconfigured Frames  p. 54 
LANPRO Frames  p. 55 
Rails p. 56-57 
Top Panels & Security Panels p. 58
Front & Rear Doors p. 59
Side Panels p. 60
Power Options p. 60-61
Cable Management p. 61

Ordering
Configuration Instructions p. 2-3
Configuration Template p. 62
Terms and Conditions p. 63-64
Equipment Survey p. 65-67

A Guide for Ordering Your LANPRO
11)) Choose the Dimensions for your Frame 88))    Choose Cable Management
22)) Choose Rails 99))    Choose Casters
33))    Choose Top and Bottom Panels 1100))    Choose Anti-Tip Base
44))    Choose Doors 1111))    Choose Shelves
55))    Choose Side Panels 1122))    Choose Color Options for your Frame 
66)) Choose Power Options 1133))    Choose Shipping Information
77)) Choose Fans 

1



LANPRO Configuration Instructions

Please see Page # 9 if you are selecting our Pre-Configured LANPRO frame or see Page # 54 if you are selecting our Pre-Configured Co-Location LANPRO

frame. To customize your frame, use these instructions as a guide to select the 

Frame Width Depth Height Page # to find FRAMES
25" wide (19"Rack Mount) 26"or 32"or 36" 72"or 84" 77
29" wide (23" & 19" Rack Mount) 26"or 32"or 36" 72"or  84" 2211
48" double-wide (two 19" Rack Mount) 32"or 36" 84" only 3366
48" wide 32"or 36" 84" only 4499
Co-Location Cabinets 32"or 36" 84" only 5544--5555

Step One: Choose the dimensions for your FRAME

Frame Width Page # to find DOORS
25" wide (19" Rack Mount) 1133
29" wide (23" & 19" Rack Mount) 2299
48" double-wide (two 19" Rack Mount) 4422
48" wide 5500

Co-Location Cabinets 5599

Frame Width Page # to find TOP & BOTTOM PANELS
25" wide (19" Rack Mount) 1122
29" wide (23" & 19" Rack Mount) 2288
48" double-wide (two 19" Rack Mount) 4411
48" wide 4411
Co-Location Cabinets 5588

Step Two: Choose RAILS 
*IMPORTANT - If you plan to rack mount equipment or use shelves for your free standing hardware, you must choose rails.

Step Four: Choose DOORS

Frame Width Page # to find SIDE PANELS
25" wide (19" Rack Mount) 1144
29" wide (23" & 19" Rack Mount) 3300
48" double-wide (two 19" Rack Mount) 4433
48" wide 5511

Co-Location Cabinets 6600

Step Five: Choose SIDE PANELS

Frame Width Page # to find POWER OPTIONS
25" wide (19" Rack Mount) 1155
29" wide (23" & 19" Rack Mount) 3311
48" double-wide (two 19" Rack Mount) 4444
48" wide 5522

Co-Location Cabinets 6600--6611

Step Six: Choose POWER OPTIONS

Step Three: Choose Top and Bottom Panels for your Frame
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Frame Width Page # to find Rails
25" wide (19"Rack Mount) 88--1111
29" wide (23" & 19" Rack Mount) 2222--2277
48" double-wide (two 19" Rack Mount) 3377--4400
Co-Location Cabinets 5566--5577



*If no shelf positioning is indicated on the order, shelves will be packaged separately
* For SHELF POSITIONING see Page # 62

Step Eleven: Choose Color for your frame
Cool Grey (GV1), Black (BLK) or Off White (OFW)

Step Twelve: Choose Shipping Information
All units ship assembled. (48", 29" and 25" knockdown shipments on special request)

LANPRO Configuration Instructions

Frame Width Page # to find FAN
25" wide (19" Rack Mount) 1166
29" wide (23" & 19" Rack Mount) 3322
48" double-wide (two 19" Rack Mount) 4455
48" wide 5522

Step Six: Choose FAN

Frame Width Page # to find CABLE MANAGEMENT
25" wide (19" Rack Mount) 1166--1177
29" wide (23" & 19" Rack Mount) 3322--3333
48" double-wide (two 19" Rack Mount) 4455--4466
48" wide 5522

Co-Location Cabinets 6611

Step Seven: Choose CABLE MANAGEMENT

Frame Width Page # to find CASTERS
25" wide (19" Rack Mount) 1188
29" wide (23" & 19" Rack Mount) 3344
48" double-wide (two 19" Rack Mount) 4477
48" wide 5533

Step Eight: Choose CASTERS

Frame Width Page # to find ANTI-TIP BASE
25" wide (19" Rack Mount) 1188
29" wide (23" & 19" Rack Mount) 3344

Step Nine: Choose ANTI-TIP BASE

Frame Width Page # to find SHELVES
25" wide (19" Rack Mount) 1188--2200
29" wide (23" & 19" Rack Mount) 3344--3355
48" double-wide (two 19" Rack Mount) 4477--4488
48" wide 5533

Step Ten: Choose SHELVES

3
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All dimensions in the LANPRO Price book are approximate. Please call for specific dimensions.

OOrrddeerr  aanndd  SShhiippmmeenntt  IInnffoorrmmaattiioonn

All “Q2” Orders Must Include “Q2” Suffix Only!

Do Not Mix With “Q5” Or Standard Lead Time Items. 

LANPRO 48 Hour Quick Ship, Grey Only
Part Number Description
4836-25Q2 Preconfigured 48 Hour cabinet**

All Components Shipped Separately
Locking Side Panel

4484-36Q2 36 x 3/4 x 79 3/4 for use with 36" deep frames, set of two
19" Swivel Keyboard Tray

4225-37Q2 Swivel Tray 1613/16 x24 x 31/2 for use with 25" Wide & 48" Double Wide Cabinets with 32 or 36" deep frames  
19" Fixed Shelf

4225-41Q2 19" Fixed Shelf 179/16 x271/2 x13/8 for use with 32"/36" deep frames. 300 Lb. Capacity
19" Roll-out Shelf

4225-32Q2 19" Roll-out Shelf 165/8 x271/2 x23/4 for use with 36"deep frame- 150 Lb. Capacity
Power Strips

4260-00Q2 60" power strip, 10 outlet, 15 AMP with on/off switch
4260-01Q2 60" power strip, 10 outlet, 20 AMP with on/off switch
4260-02Q2 60" power strip,10 outlet,15 AMP with on/off switch & L5-15P twist lock plug
4260-03Q2 60" power strip,10 outlet,20 AMP with on/off switch & L5-20P twist lock plug

Fan / Caster Set
4200-60Q2 10" Fan, 550 CFM  For use with all Top Panels
4200-70Q2 Casters for 25" Frames- 600 lb capacity each, (set of 4)

Wire Management
4200-01Q2 Single D-Ring Manager (set of 4), 13/4 x 31/2 (inches)
4200-02Q2 Auxiliary D-Ring Manager (set of 4), 37/8 x 47/8 (inches)
4200-08Q2 Combination Cable Organizer
4200-10Q2 Interbay Organizer, 11/2 X 31/2 (inches) 
4200-13Q2 Interbay Organizer, 3 X 31/2 (inches)

Additional Hardware
4200-51Q2 Bag of (32) #10-32 Square Hole Cage Nuts
4200-53Q2 Bag of (32) #12-24 Square Hole Cage Nuts
4200-54Q2 Bag of (32) #M6X1 Square Hole Cage Nuts

**The Preconfigured Cabinet (Part # 4836-25Q2) includes the following items:
19" LanPro Cabinet

25" LanPro Frame 25 x 36 x 84-depth of 36" for use with 19" Rack Mount
19" Top Fan Panel

19" Top Fan Panel w/ Grille 24 x35 x15/8  for use with 36" deep frames
19" Front Door

Vented Front Doors for 25" Frame 203/4 x11/2 x793/4 for use with 84" high frames
19" Rear Door

Vented Rear Doors for 25" Frame 203/4 x11/2 x793/4 for use with 84" high frames
Rails

79" Square Hole Rails,45 RU No Hardware, 2 sets of 2
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All dimensions in the LANPRO Price book are approximate. Please call for specific dimensions.

5 Day 5 Day

OOrrddeerr  aanndd  SShhiippmmeenntt  IInnffoorrmmaattiioonn

All “Q5” Orders Must Include “Q5” Suffix Only!

Do Not Mix With “Q2” Or Standard Lead Time Items. 

LANPRO 5 Day Quick Ship, Black (BLK) and Cool Grey (GV1)

32" Deep Components
Part Number Description

19" LanPro Cabinets
4832-19Q5 25" LanPro Frame 25 x 32 x 84-depth of 32" for 19" Rack Mount

19" Fixed Shelves
4225-28Q5 19" Fixed Shelf 179/16 x 231/2 x 13/8 for use with 32" deep frame  300 lb. Capacity
4225-41Q5 19" Fixed Shelf 179/16 x 271/2 x 13/8 for use with 32" deep frame  300 lb. Capacity

19" Roll-out Shelves
4225-34Q5 19" Roll-out Shelf 165/8 x 231/2 x 23/4  for use with 32" deep frame 150 lb. Capacity 

19" Top Fan Panels
4732-00Q5 19" Top Panel with Grille 24 x 31 x15/8 for use with 32" deep frame w/o fan
4732-01Q5 19" Top Fan Panel 24 x 31 x 15/8 for use with 32" deep frame, with fan

19" Bottom Panels
4432-19Q5 Bottom Filler Panel for 25" wide Frame, for use with 32" deep frame

19" Swivel Keyboard Tray
4225-37Q5 Swivel Tray 163/16 x 24 x 31/2 For use with 25" wide cabinets with 32 or 36" deep frame

36" Deep Components
Part Number Description

19" LanPro Cabinets
4836-19Q5 25" LanPro Frame 25 x 36 x 84-depth of 36" for 19" Rack Mount

19" Fixed Shelves
4225-28Q5 19" Fixed Shelf 179/16 x 231/2 x 13/8 for use with 36" deep frame  300 lb. Capacity
4225-41Q5 19" Fixed Shelf 179/16 x 271/2 x 13/8 for use with 36" deep frame  300 lb. Capacity

19" Roll-out Shelves
4225-32Q5 19" Roll-out Shelf 165/8 x 271/2 x 23/4  for use with 36"deep frame 150 lb.Capacity

19" Top Fan Panels
4736-00Q5 19" Top Panel with Grille 24 x 35 x15/8 for use with 36" deep frame w/o fan
4736-01Q5 19" Top Fan Panel 24 x 35 x 15/8 for use with 36" deep frame, with fan

19" Bottom Panels
4436-19Q5  Bottom Filler Panel for 25" wide Frame, for use with 36" deep frame

19" Swivel Keyboard Tray
4225-37Q5 Swivel Tray 163/16 x 24 x 31/2 For use with 25" wide cabinets with 32 or 36" deep frame

32" / 36" Doors and Side Panels
Part Number Description

19" Front Doors
4831-11Q5 Vented Front Doors for 25" Frame 203/4 x11/2 x793/4  for 84" high frame

19" Rear Doors
4831-21Q5 Vented Rear Doors for 25" frames 203/4 x11/2 x793/4 for 84" high frame

Locking Side Panels
4484-32Q5 32 x 3/4 x 793/4 for use with 32" deep frames, set of two (SOLID) 
4484-36Q5 36 x 3/4 x 793/4 for use with 36" deep frames, set of two (SOLID) 
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All “Q5” Orders Must Include “Q5” Suffix Only!

Do Not Mix With “Q2” Or Standard Lead Time Items. 

LANPRO 5 Day Quick Ship, Black (BLK) and Cool Grey (GV1)
Part Number Description

Rails
4272-10Q5 79" 10-32 Tapped Rails =45 RU, 84" Cabinet - Set of 2
4272-11Q5 79" Square Hole Rails =45 RU with 10-32 cage nuts, 84" Cabinet - Set of 2 
4272-16Q5 79" Round Hole Rail =45 RU with 10-32 cage nuts, 84" Cabinet - Set of 2
4272-18Q5 79" Square Hole Rail =45 RU with 12-24 cage nuts, 84" Cabinet - Set of 2 
4272-20Q5 79" Square Hole Rail =45 RU with M6 (Compaq) cage nuts, 84" Cabinet - Set of 2

Power Strips
4260-00Q5 60" power strip, 10 outlet, 15 AMP with on/off switch
4260-01Q5 60" power strip, 10 outlet, 20 AMP with on/off switch
4260-02Q5 60" power strip,10 outlet, 15 AMP with on/off switch & L5-15P twist lock plug
4260-03Q5 60" power strip,10 outlet, 20 AMP with on/off switch & L5-20P twist lock plug
4260-04Q5 60" power strip,10 outlet, 15 AMP without on/off switch

Fans
4200-60Q5 10" Fan, 550 CFM  For use with all Top Panels

Wire Management
4200-01Q5 Single D-Ring Manager (set of 4), 13/4 x 31/2 (inches)
4200-02Q5 Auxiliary D-Ring Manager (set of 4), 37/8 x 47/8 (inches)
4200-08Q2 Combination Cable Organizer
4200-10Q2 Interbay Organizer, 11/2 X 31/2 (inches) 
4200-13Q2 Interbay Organizer, 3 X 31/2 (inches)

Caster Set
4200-70Q5 Casters for 25" & 29" Frames 41/16 x 29/16 600 Lb. Capacity, (set of 4)

Additional Hardware
4200-51Q5 Bag of (32) #10-32 Square Hole Cage Nuts
4200-53Q5 Bag of (32) #112-24 Square Hole Cage Nuts
4200-54Q5 Bag of (32) #M6X1 Square Hole Cage Nuts

55  DDaayy  QQuuiicckk  SShhiipp  IInnffoo..
All dimensions in the LANPRO Price book are approximate. Please call for specific dimensions.

5 Day 5 Day

OOrrddeerr  aanndd  SShhiippmmeenntt  IInnffoorrmmaattiioonn
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25" Wide LANPRO Frames
For 19" Rack Mount

• Unique welded “O” Frame is designed for superior strength

• Designed to house two sets of 19" rack mount rails or add rackmount  
components for free standing hardware

• Multi vendor capabilities

• Available in three depths - 26", 32", or 36" 

• Available in two heights - 84" or 72"

• Rail options
45 rack units high = 84" height

*22 rack units high = 84" height
*14 rack units high = 84" height
*(Add additional horizontal brackets 

for 22RU and 14RU rails)
38 rack units high = 72" height

• Weight capacity of 2000 lbs per frame

• Interior clearance = frame depth minus 21/2"

• Rail adjustment = frame depth minus 41/2"

• Comes with ganging hardware for attaching 
additional frames

84
" H

IG
H

4826-19      25" wide LANPRO Frame - A depth of 26" 25 x 26 x 84 (inches) 156 lbs.       
For 19" Rack Mount 64 x 66 x 213 (cm)                  71 kg.         

4832-19      25" wide LANPRO Frame - A depth of 32"     25 x 32 x 84 (inches)        164 lbs.       
For  19" Rack Mount 64 x 81 x 213 (cm)                  74 kg.

4836-19      25" wide LANPRO Frame - A depth of 36" 25 x 36 x 84 (inches) 170 lbs.       
For  19" Rack Mount 64 x 91 x 213 (cm)                  77 kg.         

4726-19      25" wide LANPRO Frame - A depth of 26" 25 x 26 x 72 (inches) 150 lbs.       
For  19" Rack Mount 64 x 66 x 183 (cm)                  68 kg. 

4732-19      25" wide LANPRO Frame - A depth of 32"  25 x 32 x 72 (inches) 160 lbs.       
For  19" Rack Mount 64 x 81 x 183 (cm)                  73 kg.

4736-19      25" wide LANPRO Frame - A depth of 36" 25 x 36 x 72 (inches) 164 lbs.       
For  19" Rack Mount 64 x 91 x 183 (cm)                  74 kg.

Frame      Description W x D x H Weight  

72
" H

IG
H

4836-19 Shown
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EDP’s HP Rack Mount Kit

Z-Rail for 
mounting DEC equipment

U-shaped rail for 
mounting HP equipment

Sun Rack Mount 

For Sun rack mount ready equipment order Rack Mount Kit. 
(Select 36" Deep LanPro Cabinets)
Part #4279-30 (79" rail kit)

10-32 Tapped rail for mounting
Sun rack mount hardware

For HP rack mount ready equipment order HP Rack Mount Kit. 
(Select 36" Deep LANPRO Cabinets)
Use for D,L,K & N Class Servers         
Part #4272-31 (79" rails) 
Round hole rails with 10-32 clip-on nut retainers.

DEC Rack Mount 

For Compaq, Dell & IBM rack mount ready equipment.                    
(Select 36" deep LANPRO cabinets)
Compaq–Part#4272-29 (79" rails)    Part#4266-29 (66" rails)
Square hole rails with (metric) M6X1 clip-in nut retainers.
Dell & IBM–Part#4272-28 (79" rails)   Part#4266-28 (66" rails)
Square Hole 10-32.

Compaq , Dell, IBM Rack Mount 

Square-holed rail for 
mounting Compaq, Dell, & IBM

rack mount equipment

LANPRO will also accommodate a variety of other servers and hardware please call the EDP Inside Sales Department at (800) 4321-EDP

84" High Cabinet

45U

With EDP’s LANPRO line of
multi-vendor rack mount kits,
one enclosure accommodates
the ever-changing variety of
computer hardware on the
market. Along with 
hardware-specific rack mount

kits, LANPRO offers full,
half-height, and conversion
rails for mounting your 
equipment. Choose from
Square, Tapped, or Round
Hole rack mount rails. LANPRO

allows you to switch out the
rack mount rails as your
technical needs change.

25" WIDTH
(19" RACK MOUNT)

38U

72" High
Cabinet

84"

45U

29" WIDTH
(USE CONVERSION RAILS 23" OR 19" RACK MOUNT)

38U

72"

22U 22U

14U

84"

45U

25" & 29" CO-LOCATION CABINET
(USE CONVERSION RAILS 23" OR 19" RACK MOUNT)

22U

14U STANDARD RAILS

AVAILABLE IN SQUARE

HOLE, TAPPED & ROUND

HOLE. ADDITIONAL

HORIZONTAL RACK MOUNT

BRACKETS MUST BE ORDERED

TO ACCOMMODATE HALF HEIGHT

RAILS (PART # 4501-36)

RACK MOUNT RAIL OPTIONS

EDP’s HP Rails Accept HP Horizontal Brackets and HP Spacer Kits.

For DEC rack mount ready equipment order DEC Rack Mount Kit.
Part #4272-23 (79" rails)

#4266-23 (66" rails)
Round hole rails with 10-32 clip-on nut retainers.

(Set of 4 tapped 10-32 “u” rails with 2 intermediate “z” rails to 
house Sun rack mount hardware
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25" LANPRO Pre-Configured Cabinets and Rack Mount Kits

4736-70    HP Pre-configured 25" Frame                        25 x 36 x 84 (inches) 229 lbs.         
two sets of HP Rails # 10-32 Threaded                       64 x 91 x 213 (cm)               104kg.                                          
Clip-On Nut Retainers and Screws         

4736-71    DEC Pre-configured 25" Frame                       25 x 36 x 84 (inches) 227 lbs.         
two sets of Round hole rails & DEC Rails               64 x 91 x 213 (cm)               103 kg.
# 10-32 Threaded Clip-On Nut Retainers and Screws

4736-72    Compaq Pre-configured 25" Frame                25 x 36 x 84 (inches) 214 lbs.       
two sets of Square Hole Rails                            64 x 91 x 213 (cm)               97 kg.
# M6X1 Threaded Clip-In Nut Retainers and Screws

4736-73    DELL Pre-configured 25" Frame                      25 x 36 x 84 (inches) 214 lbs.         
two sets of Square Hole Rails                            64 x 91 x 213 (cm)               97 kg.
# 10-32 Threaded Clip-In Nut Retainers and Screws

Frame Description W x D x H Weight

• Frames are 36" deep and 84" high
• Top panel with grille
• For 25" Wide Units
• Does not include doors or side panels

4272-32    HP 79" Rail kit for 84" high frames                     45 lbs.                      
two sets of HP Rails # 10-32 Threaded 20kg.                                                            
Clip-On Nut Retainers and Screws

4266-32 HP 66" Rail kit for 72" high frames 40 lbs.                      
two sets of Round hole rails & HP Rails 18 kg.                                           
# 10-32 Threaded Clip-On Nut Retainers and Screws

4279-30 SUN 79" Rail kit for 84" high frames 60 lbs.                      
includes 4 “U” style rails & 2 “Z” style rails                     27 kg.                                           
# 10-32 Tapped rails

4266-30 SUN 66" Rail kit for 72" high frames 55 lbs.                      
includes 4 “U” style rails & 2 “Z” style rails                     25 kg.                                           
# 10-32 Tapped rails

4272-23    DEC 79" Rail kit for 84" high frames                    55 lbs.                      
two sets of Round hole rails & DEC Rails                 25 kg.
# 10-32 Threaded Clip-On Nut Retainers and Screws

4266-23 DEC 66" Rail kit for 72" high frames 50 lbs.                      
two sets of Round hole rails & DEC Rails 23 kg.
# 10-32 Threaded Clip-On Nut Retainers and Screws

4272-29    Compaq 79" Rail kit for 84" high frames             28 lbs.                      
two sets of Square Hole rails 13 kg.
# M6X1 Threaded Clip-In Nut Retainers and Screws

4266-29 Compaq 66" Rail kit for 72" high frames 24 lbs.                      
two sets of Square Hole rails 11 kg.
# M6X1 Threaded Clip-In Nut Retainers and Screws

4272-28    DELL, IBM 79" Rail kit for 84" high frames    28 lbs.                      
two sets of Square Hole rails 13 kg.
# 10-32 Threaded Clip-In Nut Retainers and Screws

4266-28 DELL, IBM 66" Rail kit for 72" high Frames 24 lbs.                      
two sets of Square Hole rails 11 kg.       
# 10-32 Threaded Clip-In Nut Retainers and Screws

Rails Description Weight
•  Rail kits only
•  Vendor - specific 

rackmount rails
• Comes with 

threaded nut 
retainers and 
screws

HP
DE

C
CO

M
PA

Q
DE

LL
HP

DE
C

SU
N

CO
M

PA
Q

DE
LL

, I
BM
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Rails ALL LANPRO RAILS MEET EIA* STANDARDS

Rails    Description H (in) / H (cm) For Frame Size  Weight    

84
" H

72
" H

84
" H

72
" H

84
" H

72
" H

4272-10  79" Tapped Rails - 45 Rack Mount Units 79 (inches)      84 (inches)           16 lbs.    
# 10-32 thread 201 (cm)               213 (cm)                      7 kg.

4238-10  385/8" Tapped Rails - 22 Rack Mount Units 385/8 (inches)   84 (inches)            8 lbs.        
# 10-32 thread 98 (cm)                213 (cm)                       4 kg.

4224-10  245/8" Tapped Rails - 14 Rack Mount Units 245/8 (inches)   84 (inches)            8 lbs.     
# 10-32 thread 62 (cm)                183 (cm)                       4 kg.

4266-10  66" Tapped Rails - 38 Rack Mount Units 66 (inches)      72 (inches)           14 lbs.   
# 10-32 thread 168 (cm)                83 (cm)                        6 kg.

TAPPED RAILS #10-32
*(ELECTRICAL INDUSTRY ASSOCIATION)

• Used for 19" or 23" rack mount equipment frames

• Rails sold in sets of two

• Rails threaded to accept 10-32 mounting hardware

• Horizontal brackets required for 22RU and 14RU rails

• Available in black only

SQUARE HOLE w/CLIP-IN NUT RETAINERS, #10-32 THREAD
• Use for 19" or 23" rack mount equipment frames

• Rails are sold in sets of two

• Horizontal brackets required for 22RU and 14RU rails

• Available in black only 

4272-11  79" Square Hole Rails - 45 Rack Mount Units 79 (inches)     84 (inches)            8 lbs.        
#10-32 threaded clip-in nut  retainers and screws 201 (cm) 213 (cm)                        4 kg.            

4238-11  385/8" Square Hole Rails - 22 Rack Mount Units 385/8 (inches)   84 (inches)            6 lbs.        
# 10-32 threaded clip-in nut retainers and screws 98 (cm)                213 (cm)                       3 kg.

4224-11  245/8" Square Hole Rails - 14 Rack Mount Units 245/8 (inches)   84 (inches)            5 lbs.        
#10-32 threaded clip-in nut retainers and screws 79 (cm)                183 (cm)                       2 kg.

4266-11  66" Square Hole Rails - 38 Rack Mount Units 66 (inches)     72 (inches)            7 lbs.        
#10-32 threaded clip-in nut retainers and screws      168 (cm) 183 (cm) 3 kg.

Rails Description H (in) / H (cm) For Frame Size  Weight    

ROUND HOLE w/CLIP ON RETAINERS, #10-32 THREAD
• Use for 19" or 23" rack mount equipment frames

• Rails are sold in sets of two

• Horizontal brackets required for 22RU and 14RU rails

• Available in black only 

4272-16  79" Round hole rail - 45 Rack Mount Units 79 (inches)     84 (inches)            11 lbs.      
#10-32 threaded clip-on retainers and screws 201 (cm)              213 (cm)                       5 kg.

4238-16  385/8" Round hole rail - 22 Rack Mount Units 385/8 (inches) 84 (inches)             9 lbs.       
#10-32 threaded clip-on retainers and screws 94 (cm)                213 (cm)                       4 kg.

4224-16  245/8" Round hole rail - 14 Rack Mount Units 245/8 (inches)  84 (inches)            5 lbs.      
#10-32 threaded clip-on retainers and screws 79 (cm)                183 (cm)                       2 kg.

4266-16 66" Round hole rail - 38 Rack Mount Units 66 (inches)    72 (inches)  9 lbs.        
#10-32 threaded clip-on retainers and screws 168 (cm)              183 (cm) 4 kg.

Rails Description H (in) / H (cm) For Frame Size  Weight    
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• Use for 19" or 23" rack mount equipment frames

• Rails are sold in sets of two

• Horizontal brackets required for 22RU and 14RU rails

• Available in black only 

SQUARE HOLE w/CLIP-IN NUT RETAINERS, #12-24 THREAD

4272-18  79" Square hole rail - 45 Rack Mount Units 79 (inches)     84 (inches)            11 lbs.      
#12-24 threaded clip-in nut  retainers and screws       201 (cm)              213 (cm)                        5 kg.

4238-18  385/8" Square hole rail - 22 Rack Mount Units     385/8 (inches)  84 (inches)            7 lbs.      
#12-24 threaded clip-in nut  retainers and screws 98 (cm)                213 (cm)                       3 kg. 

4224-18  245/8" Square hole rail - 14 Rack Mount Units 245/8 (inches)   84 (inches)            5 lbs.        
#12-24 threaded clip-in nut  retainers and screws 62 (cm)               183 (cm)                       2 kg.

4266-18  66" Square hole rail - 38 Rack Mount Units 66 (inches)     72 (inches) 9 lbs.        
#12-24 threaded clip-in nut  retainers and screws 168 (cm)              183 (cm)                       4 kg.

Rails Description H (in) / H (cm)For Frame Size  Weight    

Rails

SQUARE HOLE RAILS w/ CLIP-IN NUT RETAINERS, #M6X1 (Compaq Rackmount) THREAD
• Use for 19" or 23" rack mount equipment frames

• Rails are sold in sets of two

• Metric Clip-In Nut Retainers and screws

• Horizontal brackets required for 22RU and 14RU rails

• Available in black only 

4272-20  79" Square hole rail - 45 Rack Mount Units 79 (inches)     84 (inches)           11 lbs.       
#M6X1 threaded clip-in nut  retainers and screws 201 (cm)              213 (cm)                       5 kg.

4238-20  385/8" Square hole rail - 22 Rack Mount Units 385/8 (inches)   84 (inches)           7 lbs.       
#M6X1 threaded clip-in nut  retainers  and screws      98 (cm)               213 (cm)                       3 kg. 

4224-20  245/8" Square hole rail - 14 Rack Mount Units 245/8 (inches)   84 (inches)           5 lbs.       
#M6X1 threaded clip-in nut retainers and screws 62 (cm)               183 (cm)                       2 kg.

4266-20  66" Square hole rail - 38 Rack Mount Units 66 (inches)     72 (inches) 9 lbs.        
#M6X1 threaded clip-in nut  retainers and screws 168 (cm)              183 (cm)                      4 kg.

Rails Description H (in) / H (cm) For Frame Size  Weight   

HP RAILS W/ THREADED CLIP-ON NUT RETAINERS, #10-32 THREAD

4279-31  79" HP Round hole rail-45 Rack Mount Units    79 (inches)     84 (inches)           11 lbs.    
#10-32 threaded clip-on retainers and screws     201 (cm)              213 (cm)                       5 kg.

4238-31  385/8" HP Round hole rail-22 Rack Mount Units  385/8 (inches)   84 (inches)           7 lbs.        
#10-32 threaded clip-on retainers and screws 98 (cm)               213 (cm)                       3 kg. 

4224-31  245/8" HP Round hole rail-14 Rack Mount Units 245/8 (inches)   84 (inches)           5 lbs.        
#10-32 threaded clip-on retainers and screws 62 (cm)               183 (cm)                       2 kg.

4266-31  66" HP Round hole rail-38 Rack Mount Units  66 (inches)     72 (inches) 9 lbs.      
#10-32 threaded clip-on retainers and screws 168 (cm)              183 (cm)                      4 kg.

Rails Description H (in) / H (cm) For Frame Size  Weight   

4200-51  Bag of (32) #10-32 Square Hole Clip-in Nuts and Screws
4200-52  Bag of (32) #10-32 Round Hole Clip-on Nuts and Screws
4200-53  Bag of (32) #12-24 Square Hole Clip-in Nuts and Screws
4200-54  Bag of (32) #M6X1 Square Hole Clip-in Nuts and Screws

Hardware Description

84
" H

72
" H

84
" H

72
" H

84
" H

72
" H

4501-26    26" Horizontal Bracket for 22RU OR 14RU rails, Set of 2     3 lbs./1 kg.
4501-32    32" Horizontal Bracket for 22RU OR 14RU rails, Set of 2 4 lbs./2 kg.
4501-36    36" Horizontal Bracket for 22RU OR 14RU rails, Set of 2 4 lbs./2 kg.

Horizontal Bracket   Description Weight     
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Top Panels for 25" Wide Frames

Bottom Panels for 25" Wide Frames

• For 26", 32" or 36" deep frames

4736-01 Shown

4436-19 Shown

4726-01  Top Fan Panel for 25" wide Frame 24 x 25 x 1 7/8 (inches) 26 lbs.     
For use with 26" Deep frame                61 x 64 x 4 (cm)                                       12 kg.

4732-01  Top Fan Panel for 25" wide Frame 24 x 31 x 1 7/8 (inches) 28 lbs.       
For use with 32" Deep frame                61 x 79 x 4(cm)                                        13 kg.

4736-01  Top Fan Panel for 25" wide Frame 24 x 35 x 1 7/8 (inches) 30 lbs.       
For use with 36" Deep frame                61 x 89 x 4 (cm)                                       14 kg.

4726-00  Top Panel For 25" wide Frame with Grille w/o fan 24 x 25 x 1 7/8 (inches) 18 lbs.       
For use with 26" Deep frame                61 x 64 x 4 (cm)                                        8 kg.

4732-00  Top Panel For 25" wide Frame with Grille w/o fan 24 x 31 x 1 7/8 (inches) 20 lbs.    
For use with 32" Deep frame                61 x 79 x 4 (cm)                                       10 kg.

4736-00  Top Panel For 25" wide Frame with Grille w/o fan 24 x 35 x 1 7/8 (inches) 22 lbs.       
For use with 36" Deep frame                61 x 89 x 4 (cm)                                       10 kg.

Top Panel Description W x D x H Weight    

4426-19  Bottom Filler Panel for 25" wide Frame 25 x 26 x 1 5/8 (inches) 26 lbs.       
For use with 26" Deep frame                61 x 64 x 4 (cm)                                       12 kg.

4432-19  Bottom Filler Panel for 25" wide Frame 25 x 32 x 1 5/8 (inches) 28 lbs.       
For use with 32" Deep frame                61 x 79 x 4(cm)                                        13 kg.

4436-19  Bottom Filler Panel for 25" wide Frame 25 x 36 x 1 5/8 (inches) 30 lbs.       
For use with 36" Deep frame                61 x 89 x 4 (cm)                                       14 kg.

Bottom Panel Description W x D x H Weight    

Filler Panels for 25" Wide Frames

4225-F1U  1 rack mount unit Filler Panel for 25" wide Frame 4 lbs.       
For 19" rack mount 2 kg.

4225-F2U  2 rack mount unit Filler Panel for 25" wide Frame 4 lbs.       
For 19" rack mount 2 kg.

4225-F4U  4 rack mount unit Filler Panel for 25" wide Frame 7 lbs.       
For 19" rack mount 3 kg.

4225-F8U  8 rack mount unit Filler Panel for 25" wide Frame 8 lbs.       
For 19" rack mount 4 kg.

Filler Panel Description Weight    

• For 26", 32" or 36" deep frames

• Used for free standing equipment housed in the base of  
cabinet
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Front Door for 25" Wide Frames

• For 72" or 84" high frames

• Doors lock for security

• Smoked acrylic plexiglass

• Door available solid or vented 

• Keyed alike unless specified as individually 
keyed

• Universal doors (doors shipped right hinged unless 
otherwise specified)

4831-11 Shown

4831-10  Solid Front Door for 25" wide Frame 20 3/4 x 1 1/2 x 79 3/4 (inches) 40  lbs.      
For 84" high frame 53 x 4 x 203 (cm)                                    18 kg.

4831-11  Vented Front Doors for 25" wide Frame 20 3/4 x 1 1/2 x 79 3/4 (inches) 41 lbs.       
For 84" high frame              53 x 4 x 203 (cm)                                    19 kg.            

4731-10  Solid Front Door for 25" wide Frame             20 3/4 x 1 1/2 x 67 3/4 (inches) 37 lbs.       
For 72" high frame 53 x 4 x 172(cm)                                     16 kg.

4731-11  Vented Front Doors for 25" wide Frame 20 3/4 x 1 1/2 x 67 3/4 (inches) 38 lbs.       
For 72" high frame 53 x 4 x 172 (cm)                                     17 kg.  

Front Door Description W x D x H Weight    

72
"  

HI
GH

84
" H

IG
H

Rear Door for 25" Wide Frames

• For 72" or 84" high frames 

• Doors lock for security

• Door available solid or vented

• Keyed alike unless specified as individually 
keyed

• Rear doors may also be used as front doors

• Universal doors (doors shipped right hinged unless 
otherwise specified)

4831-20  Solid Rear Doors for 25" wide Frame 20 3/4 x 1 1/2 x 79 3/4 (inches) 45 lbs.       
For 84" high frame 53 x 4 x 203 (cm)                                     20 kg. 

4831-21  Vented Rear Doors for 25" wide Frame 20 3/4 x 1 1/2 x 79 3/4 (inches) 45 lbs        
For 84" high frame 53 x 4 x 203 (cm)                                     20 kg.               

4731-20  Solid Rear Doors for 25" wide Frame 20 3/4 x 1 1/2 x 67 3/4 (inches) 41 lbs.       
For 72" high frame 53 x 4 x 172 (cm)                                     18 kg.

4731-21  Vented Rear Doors for 25" wide Frame 20 3/4 x 1 1/2 x 67 3/4 (inches) 41 lbs.       
For 72" high frame 53 x 4 x 172 (cm)                                     18 kg.

Rear Doors Description W x D x H Weight    

72
"  

HI
GH

84
" H

IG
H

4831-10 Shown

4731-20 Shown 4831-21 Shown
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Side Panels for 25" Wide Frames
• For 72" or 84" high frames
• For 26", 32" or 36" deep frames
• Solid and vented side panels lock for security 
• Sold in sets of two

4484-32 Shown

4484-26  Solid Side Panels for 25" wide Frame 26 x 3/4 x 84 (inches) 46 lbs.       
For use with 26" deep frames, Set of two 66 x 2 x 213 (cm)                                    21 kg.

4584-26  Vented Side Panels for 25" wide Frame 26 x 3/4 x 84 (inches) 46 lbs.       
For use with 26" deep frames, Set of two 66 x 2 x 213 (cm)                                    21 kg.

4484-32  Solid Side Panels for 25" wide Frame 32 x 3/4 x 84 (inches) 54 lbs.       
For use with 32" deep frames, Set of two 81 x 2 x 213 (cm)                                    24 kg.

4584-32  Vented Side Panels for 25" wide Frame 32 x 3/4 x 84 (inches) 54 lbs.       
For use with 32" deep frames, Set of two 81 x 2 x 213 (cm)                                    24 kg.

4484-36  Solid Side Panels for 25" wide Frame 36 x 3/4 x 84 (inches) 59 lbs.   
For use with 36" deep frames, Set of two 91 x 2 x 213 (cm)                                    27 kg.

4584-36  Vented Side Panels for 25" wide Frame 36 x 3/4 x 84 (inches) 59 lbs.       
For use with 36" deep frames, Set of two 91 x 2 x 213 (cm)                                    27 kg.

4472-26  Solid Side Panels for 25" wide Frame 26 x 3/4 x 72 (inches) 42 lbs.       
For use with 26" deep frames, Set of two 66 x 2 x 172 (cm)                                    19 kg. 

4572-26  Vented Side Panels for 25" wide Frame 26 x 3/4 x 72 (inches) 42 lbs.       
For use with 26" deep frames, Set of two 66 x 2 x 172 (cm)                                    19 kg. 

4472-32  Solid Side Panels for 25" wide Frame 32 x 3/4 x 72 (inches) 49 lbs.       
For use with 32" deep frames, Set of two 81 x 2 x 172 (cm)                                    22 kg.

4572-32  Vented Side Panels for 25" wide Frame 32 x 3/4 x 72 (inches) 49 lbs.       
For use with 32" deep frames, Set of two 81 x 2 x 172 (cm)                                    22 kg.

4472-36  Solid Side Panels for 25" wide Frame 36 x 3/4 x 72 (inches) 53 lbs.       
For use with 36" deep frames, Set of two 91 x 2 x 172 (cm)                                    24 kg.

4572-36  Vented Side Panels for 25" wide Frame 36 x 3/4 x 72 (inches) 53 lbs.       
For use with 36" deep frames, Set of two 91 x 2 x 172 (cm)                                    24 kg.

Side Panels Description W x D x H Weight     

84
"  

HE
IG

HT
72

"  
HE

IG
HT
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Power Strip   Description Weight Plug Type

Power Strips

60" VERTICAL MOUNT POWER STRIPS FOR ALL FRAME SIZES

4260-00 Shown

19" Rack Mount POWER STRIPS FOR 25" FRAMES

4219-60 Shown

4219-60 19" power strip, with 6 outlets 5 lbs. 
15 AMP/125V with on/off switch, front outlets 2 kg.

4219-61 19" power strip, with 6 outlets 5 lbs. 
15 AMP/125V with on/off switch, surge protector and front outlets 2 kg.

4219-62 19" power strip, with 6 outlets 5 lbs. 
15 AMP/125V with on/off switch, surge protector and rear outlets 2 kg.

Power Strip Description Weight

4260-00  60" power strip, with 10 outlets 10 lbs.      
15 AMP/125V with on/off switch 5 kg.

4260-01  60" power strip, with 10 outlets 10 lbs. 
20 AMP/125V with on/off switch 5 kg.

4260-02 60" power strip, with 10 outlets 10 lbs. 
15 AMP/125V with on/off switch and L5-15P twist lock plug 5 kg.

4260-03 60" power strip, with 10 outlets 10 lbs. 
20 AMP/125V with on/off switch and L5-20P twist lock plug 5 kg.

4260-04  60" power strip, with 10 outlets 10 lbs.
15 AMP/125V without on/off switch 5 kg.

23" Rack Mount POWER STRIPS FOR 29" FRAMES

4223-60 23" power strip, with 6 outlets 6 lbs.       
15 AMP/125V w/on/off switch, front outlets 3 kg.

4223-61 23" power strip, with 6 outlets 6 lbs. 
15 AMP/125V with on/off switch, surge protector and front outlets 3 kg.

4223-62 23" power strip, with 6 outlets 6 lbs.
15 AMP/125V with on/off switch, surge protector and rear outlets 3 kg.

Power Strip Description Weight

Mounting Detail

Receptacles can be 
positioned facing front

interior or rear of cabinet
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10" Fan

Fan        Description Weight

4200-60  10" Fan, 550 CFM 10 lbs.
For use with all Top Panels 4 kg.

Fans

• For 19" rack mount

• Provides additional strain relief at rear of 
distribution rack for horizontal wiring cables
terminated to modular patch panels

• Maintains pertinent bend radius of horizontal 
Category 5 cable

•  D-Ring vertical cable managers for rack mount rails 

CABLE SUPPORT BAR

D-RING CABLE MANAGER

4200-03 Shown

4200-02 Shown

37/8”

47/8”

13/4”

31/2”

4200-01 Shown

Cable Management

D-Ring Description Weight

4200-01 Single D-Ring Manager (Set of 4) 3 lbs. 
13/4 x 31/2 (inches) 1 kg.

4200-02  Auxiliary D-Ring Manager (Set of 4) 4 lbs. 
37/8 x 47/8 (inches) 2 kg.

Support Bar Description Weight

4200-03 Cable Support Bar 3 lbs.  
1 kg.

4200-04 Cable Support Bar with Two single D-ring managers (4200-01) 3 lbs. 
1 kg.

• For 19" rack mount

• Combination cable organizers achieve Category 5 
performance

• Eliminate cable stress

• Keeps cable jackets intact up to the terminal block

• Maintains twist & bend radius specifications

• Cable ties not needed

COMBINATION CABLE ORGANIZERS

4200-08 Shown 4200-09 Shown

Horizontal Organizer Description Weight

4200-08 Combination Cable Organizer 4 lbs. 
2 kg.

4200-09 Combination Cable Organizer and four single     1 lbs. 
D-Ring managers (4200-01) .5 kg.
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• For 19" rack mount

• Used for bulk routing patch cords between bays

INTERBAY ORGANIZERS

4200-13 Shown

Cable Management

Interbay Organizer Description Weight   

4200-10 Interbay Organizer: 1 1/2" x 3 1/2" / 4 cm x 9 cm 4 lbs. 
2 kg.

4200-13 Interbay Organizer: 3" x 3 1/2"/ 8 cm x 9 cm 6 lbs. 
3 kg.

Patch Cord Organizer Description W x D Weight

4200-11 Patch Cord Organizer #1     3 3/4" x 1 3/4" 6 lbs. 
3 1/2" High 10 cm x 4 (cm) 3 kg.

4200-12 Patch Cord Organizer #2  3 3/4" x 1 3/4" 6 lbs. 
1 3/4" High 10 cm x 4(cm) 3 kg.

4200-10 Shown

• For horizontal and vertical front side cable 
management

• Simplify tracing, identifying, and re-routing 
patch cords 

PATCH CORD ORGANIZERS

4200-11 Shown 4200-12 Shown

• For 19" rack  mount

• For horizontal and vertical front-side cable 
management

• D-Rings can be attached to cable management 
panels

• Available tapped or slotted

CABLE MANAGEMENT PANELS

CABLE MANAGEMENT CINCH STRAPS
• VELCRO© cinch straps attach to shelves to  secure cables

inside

4200-14  Shown

4200-15 Shown

4200-18 Shown

Panel Description Weight

4200-14 19" Horizontal Tapped Panel 5 lbs.  
2 kg.

4200-15 19" Horizontal Slotted Panel 11 lbs. 
5 kg.

Panel Description W x H Weight

4219-10 Rack  Cabling Managers 19 x 1 3/4 " 5 lbs. 
For 19" Rack Mount 48 x 4 (cm) 2 kg.
4223-10 Rack  Cabling Managers 23 x 1 3/4 " 8 lbs. 
For 23" Rack Mount 58 x 4 (cm) 4 kg.

Straps Description Weight

4200-18 12" Cable Management Cinch Strap N/A

• Used to organize horizontal cabling

• Available in black only 

RACK CABLING MANAGERS

4219-10 Shown
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• Heavy duty casters for use with 25", 29", and 48" frames

• Set of four 

CASTERS FOR 25", 29", AND 48" LANPRO FRAMES

ANTI-TIP BASE 25" AND 29" LANPRO FRAMES

Casters

Casters Description Height / cm Weight

4200-70 Casters for 25", 29", and 48" Frames    4 1/16  x 2 9/16 15 lbs. 
Weight Capacity 2400 lbs/363 kg. , (Set of four)  10 cm x 7 cm 7 kg. 4200-70 Shown

Anti-Tip Base

• For use with casters or leveling glides

• Can be mounted to front, rear, or both 4225-00 Shown

Shelf Description W x D x H Weight   

4225-27  Fixed Shelf for 25" wide Frames , For use with 26"         179/16 x 171/2 x 13/8 (inches) 12 lbs.   
deep frames, Weight Capacity 300 lbs./277 kg.  45 x 44 x 4 (cm)                     5 kg.

4225-28  Fixed Shelf for 25" wide Frame, For use with 32"/36"  179/16 x 231/2 x 13/8 (inches) 14 lbs.   
deep frames, Weight Capacity 300 lbs./277 kg.   45 x 60 x 4 (cm)                     6 kg. 

4225-41  Fixed Shelf for 25" wide Frames, For use with 32"/36"   179/16 x 271/2 x 13/8 (inches) 17 lbs. 
deep frames, Weight Capacity 300 lbs./277 kg.   45 x 70 x 4(cm)                      7.5 kg.

4225-24  Econo-Shelf for 25" wide Frame, For use with 36" 179/16 x193/8 x 55/16 (inches) 12 lbs.
deep frames, Weight Capacity 60 lbs./136 kg.     44 x 49 x 14 (cm)                   7 kg.

4425-01 Shown

Anti-Tip Base Description

4225-00  For 25" Wide LANPRO Frame Front or Rear Mount Anti-Tip Base
Shipping Weight: 47 Lbs.     For Use With Casters

4225-01  For 25" Wide LANPRO Frame Front and Rear Mount Anti-Tip Base 
Shipping Weight: 86 Lbs.     For Use Without Casters

Fixed Shelves For 25" Wide Frames
For 19" Rack Mount

• For 26", 32" or 36" deep frames

• Vented for continuous airflow 

• Comes with horizontal cable VELCRO© straps

• 300 lb weight capacity

• Comes standard with #10-32 square hole

and round hole hardware

• Two sets of rails are required to 
mount shelves in all LANPRO Cabinets (except 4225-24)

4225-41 Shown

23/16 "
6cm

11/116 "
2.6cm

21/8"
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Swivel Keyboard For 25" Wide Frames
For 19" Rack Mount

• For 26", 32" or 36" deep frames 

• Comes standard with #10-32 square hole

and round hole hardware

• Two sets of rails are required to mount rollout 

shelves in all LANPRO Cabinets

Swivel Keyboard Tray       Description W x D x H Weight    

4225-37  19" Swivel Keyboard Tray , For use with 32"/36"         1613/16 x 24 x 31/2 (inches) 12 lbs.  
deep frames, With Mouse Pad 43 x 61 x 9 (cm)                     5 kg.      

Roll-Out Shelf   Description W x D x H Weight    

4225-36  Roll-out Shelf for 25" wide Frame, For use with 32/36"   167/8 x 231/2 x 13/8 (inches) 18 lbs.  
deep frames, Weight Capacity 65 lbs./29 kg.        42 x 60 x 4  (cm)                   8 kg.

4225-30  Roll-out Shelf for 25" wide Frame, For use with 26"  167/8 x 171/2 x 13/8 (inches) 14 lbs. 
deep frames, Weight Capacity 80 lbs./36 kg.       42 x 44 x 4 (cm)                     6kg.

4225-32  Roll-out Shelf for 25" wide Frame, For use with 36" 165/8 x 271/2 x 23/4 (inches) 30lbs.   
deep frames, Weight Capacity 150 lbs./68 kg.    42 x 70 x 7 (cm)                    14 kg.      

4225-33  Roll-out Shelf for 25" wide Frame, For use with 26" 165/8 x 171/2 x 23/4 (inches) 24 lbs.  
deep frames, Weight Capacity 150 lbs./68 kg.     42 x 44 x 7(cm)                     11 kg.

4225-34  Roll-out Shelf for 25" wide Frame, For use with 32" 165/8x 231/2 x 23/4  (inches) 28 lbs.  
deep frames, Weight Capacity 150 lbs./68 kg.     42 x 60 x 7 (cm)                    13 kg. 

4225-35  Roll-out Shelf for 25" wide Frame, For use with 36" 153/4 x 271/2 x 23/4 (inches) 47 lbs.  
deep frames, Weight Capacity 300 lbs./136 kg.   40 x 70 x 7 (cm)                     21 kg.

Roll-out Shelves for 25" Wide Frames
For 19" Rack Mount 

• For 26", 32" or 36" deep frames

• Vented for continuous airflow 

• Comes with cable management guides

• Offered in four weight capacities:
65 lbs
80 lbs
150 lbs
300 lbs

• Comes standard with #10-32 square 

hole and round hole hardware

• Two sets of rails are required to mount rollout

shelves in all LANPRO Cabinets

4225-30 Shown

4225-37 Shown
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Fan Shelves for 25" Wide Frames
For 19" Rack Mount 

• For 26", 32" or 36" deep frames

• Comes standard with #10-32 square hole

and round hole hardware

• Two sets of rails are required to mount fan 

shelves in all LANPRO Cabinets
4225-67 Shown

w/ 4225-60 installed

4225-60 Shown

4225-61 Shown

Fan Shelf Description W x D x H            Weight    

4225-60  Fan Panel For 25" wide Frames 20 5/8 x 6 1/2 x 13/8 (inches) 12 lbs.  
Includes 3 fans 53 x 17 x 4 (cm)                     6 kg. 

4225-61 Filler Panel For 25" wide Frames                                            20 5/8 x 6 1/2 (inches) 4 lbs.  
53 x 17 (cm)                          2 kg.

4225-66  Fan Frame For 25" wide Frames, For use with 32"/36"   19 x 27 x 13/4 (inches)       8 lbs.    
deep frames, Frame only 48 x 69 x 4 (cm)                     4 kg.

4225-67  Fan Frame For 25" wide Frames, For use with 26"        19 x 201/2 x 13/4 (inches)     6 lbs.    
deep frames, Frame only 48 x 52 x 4 (cm)                    3 kg.

20
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29" Wide LANPRO Frames
For 23" or 19" Rack Mount 

•  Unique welded “O” frame is designed for 
superior strength

• Designed to house 19" and/or 23" rack mount rails or add 
rackmount components for free standing hardware

•  Multi vendor capabilities

• 19" rack mount equipment conversion rails available
(must use 25" wide components and 
conversion rails)

• Available in three depths - 26", 32" and 36"  

• Available in two heights - 84" and 72" 

• Rail options
45 rack units high = 84" height

*22 rack units high = 84" height
*14 rack units high = 84" height
*(Add additional horizontal brackets 

for 22RU and 14RU rails)
38 rack units high = 72" height

•  Weight capacity 2000 lbs per frame

• Interior clearance = frame depth minus 21/2"

•  Rail adjustment = frame depth minus 41/2"

•  Comes with ganging hardware for attaching 
additional frames

84
" H

IG
H

4826-23   29" wide LANPRO Frame - A depth of 26"  29 x 26 x 84 (inches) 167 lbs.       
For 23” or 19" Rack Mount 74 x 66 x 213 (cm)                    76 kg.

4832-23      29" wide LANPRO Frame - A depth of 32"   29 x 32 x 84 (inches) 176 lbs.       
For 23” or 19" Rack Mount 74 x 81 x 213 (cm)                    80 kg.

4836-23   29" wide LANPRO Frame - A depth of 36"   29 x 36 x 84 (inches) 184 lbs.       
For 23" or 19" Rack Mount 74 x 91 x 213 (cm)                    83 kg.

4726-23      29" wide LANPRO Frame - A depth of 26"    29 x 26 x 72 (inches) 162lbs.        
For 23" or 19" Rack Mount 74 x 66 x 183 (cm)                    73 kg. 

4732-23      29" wide LANPRO Frame - A depth of 32" 29 x 32 x 72 (inches) 172 lbs.       
For 23" or 19" Rack Mount 74 x 81 x 183 (cm)                    78 kg.

4736-23      29" wide LANPRO Frame - A depth of 36"   29 x 36 x 72  (inches) 180 lbs.        
For 23" or 19" Rack Mount 74 x 91 x 183 (cm)                    82 kg.

Frame Description W x D x H Weight     

72
" H

IG
H

4836-23 Shown

21
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22

EDP’s HP Rack Mount Kit

Z-Rail for 
mounting DEC equipment

U-shaped rail for 
mounting HP equipment

Sun Rack Mount 

For Sun rack mount ready equipment order Rack Mount Kit. 
(Select 36" Deep LanPro Cabinets)
Part #4279-30 (79" rail kit)

10-32 Tapped rail for mounting
Sun rack mount hardware

For HP rack mount ready equipment order HP Rack Mount Kit. 
(Select 36" Deep LANPRO Cabinets)
Use for D,L,K & N Class Servers         
Part #4272-31 (79" rails) 
Round hole rails with 10-32 clip-on nut retainers.

DEC Rack Mount 

For Compaq, Dell & IBM rack mount ready equipment.                    
(Select 36" deep LANPRO cabinets)
Compaq–Part#4272-29 (79" rails)    Part#4266-29 (66" rails)
Square hole rails with (metric) M6X1 clip-in nut retainers.
Dell & IBM–Part#4272-28 (79" rails)   Part#4266-28 (66" rails)
Square Hole 10-32.

Compaq , Dell, IBM Rack Mount 

Square-holed rail for 
mounting Compaq, Dell, & IBM

rack mount equipment

LANPRO will also accommodate a variety of other servers and hardware please call the EDP Inside Sales Department at (800) 4321-EDP

84" High Cabinet

45U

With EDP’s LANPRO line of
multi-vendor rack mount kits,
one enclosure accommodates
the ever-changing variety of
computer hardware on the
market. Along with 
hardware-specific rack mount

kits, LANPRO offers full,
half-height, and conversion
rails for mounting your 
equipment. Choose from
Square, Tapped, or Round
Hole rack mount rails. LANPRO

allows you to switch out the
rack mount rails as your
technical needs change.

25" WIDTH
(19" RACK MOUNT)

38U

72" High
Cabinet

84"

45U

29" WIDTH
(USE CONVERSION RAILS 23" OR 19" RACK MOUNT)

38U

72"

22U 22U

14U

84"

45U

25" & 29" CO-LOCATION CABINET
(USE CONVERSION RAILS 23" OR 19" RACK MOUNT)

22U

14U STANDARD RAILS

AVAILABLE IN SQUARE

HOLE, TAPPED & ROUND

HOLE. ADDITIONAL

HORIZONTAL RACK MOUNT

BRACKETS MUST BE ORDERED

TO ACCOMMODATE HALF HEIGHT

RAILS (PART # 4501-36)

RACK MOUNT RAIL OPTIONS

EDP’s HP Rails Accept HP Horizontal Brackets and HP Spacer Kits.

For DEC rack mount ready equipment order DEC Rack Mount Kit.
Part #4272-23 (79" rails)

#4266-23 (66" rails)
Round hole rails with 10-32 clip-on nut retainers.

(Set of 4 tapped 10-32 “u” rails with 2 intermediate “z” rails to 
house Sun rack mount hardware
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Conversion Rails

• Used to convert 29" frame to 19" rack mount 

• Horizontal brackets required for 22RU and 14RU rails

• Rails are sold in sets of two

• Rails threaded to accept 10-32 mounting 
hardware

• Available in black only

TAPPED RAILS #10-32

4238-12  385/8" Tapped Plated Conversion Rails 385/8 (inches)   84 (inches)            14 lbs.           
22 Rack Mount Units, #10-32 thread 98 (cm)                213 (cm)                        6 kg.

4224-12  245/8" Tapped Plated Conversion Rails 245/8 (inches)   72 (inches)            12 lbs.      
14 Rack Mount Units, #10-32 thread 62 (cm)                183 (cm)                        5 kg.

4266-12  66" Tapped Full Height Conversion Rails 66 (inches)     84 (inches)            14 lbs.      
38 Rack Mount Units, #10-32 thread 168 (cm)              213 (cm)                        6 kg.

4279-12  79" Tapped Full Height Conversion Rails 79 (inches)     84 (inches)            14 lbs.      
45 Rack Mount Units, #10-32 thread 183 (cm)              213 (cm)                       6 kg.

Rails Description    H (in)/ H (cm) For Frame Size  Weight   

Rails ALL LANPRO RAILS MEET EIA* STANDARDS

TAPPED RAILS #10-32
*(ELECTRICAL INDUSTRY ASSOCIATION)

• Used for 19" or 23" rack mount equipment frames

• Rails sold in sets of two

• Rails threaded to accept 10-32 mounting hardware

• Horizontal brackets required for 22RU and 14RU rails

• Available in black only

Rails    Description H (in) / H (cm) For Frame Size  Weight    

84
" H

72
" H

4272-10   79" Tapped Rails - 45 Rack Mount Units 79 (inches)      84 (inches)           16 lbs.    
# 10-32 thread 201 (cm)               213 (cm)                      7 kg.

4238-10  385/8" Tapped Rails - 22 Rack Mount Units 385/8 (inches)   84 (inches)            8 lbs.        
# 10-32 thread 98 (cm)                213 (cm)                       4 kg.

4224-10   245/8" Tapped Rails - 14 Rack Mount Units 245/8 (inches)   84 (inches)            8 lbs.     
# 10-32 thread 62 (cm)                183 (cm)                       4 kg.

4266-10   66" Tapped Rails - 38 Rack Mount Units 66 (inches)      72 (inches)           14 lbs.   
# 10-32 thread 168 (cm)                83 (cm)                        6 kg.

23

84
" H

72
" H
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Rails

SQUARE HOLE w/CLIP-IN NUT RETAINERS, #10-32 THREAD

• Use for 19" or 23" rack mount equipment frames

• Rails are sold in sets of two

• Horizontal brackets required for 22RU and 14RU rails

• Available in black only 

SQUARE HOLE w/CLIP-IN NUT RETAINERS, #10-32 THREAD

• Used to convert 29" frames to 19" rack mount equipment 
frames  

• Rails are sold in sets of two

• Horizontal brackets required for 22RU and 14RU rails

• Available in black only

4272-24   79" Square hole conversion rail - 45 Rack Mount Units 79 (inches)      84 (inches)            28 lbs.      
#10-32 threaded clip-in nut retainers and screws 201 (cm)               213( cm) 13 kg

4238-13   385/8" Square hole conversion rail - 22 Rack Mount Units 385/8 (inches)    84 (inches)            8 lbs.        
#10-32 threaded clip-in nut retainers and screws                98 (cm)                  213( cm)                       4 kg.

4224-13   245/8" Square hole conversion rail  - 14 Rack Mount Units 245/8 (inches)    84 (inches)            7 lbs.        
#10-32 threaded clip-in nut retainers and screws 62 (cm)                 183 ( cm) 3 kg.

4266-24 66" Square hole conversion rail - 38 Rack Mount Units 66 (inches)      72 (inches)            26 lbs.
#10-32 threaded clip-in nut retainers and screws                168 (cm)               183( cm) 12 kg 

Rails Description H (in) / H (cm) For Frame Size Weight

Conversion Rails

84
" H

72
" H

84
" H

72
" H

4272-11  79" Square Hole Rails - 45 Rack Mount Units 79 (inches)     84 (inches)            8 lbs.        
#10-32 threaded clip-in nut  retainers and screws 201 (cm) 213 (cm)                        4 kg.            

4238-11  385/8" Square Hole Rails - 22 Rack Mount Units 385/8 (inches)   84 (inches)            6 lbs.        
# 10-32 threaded clip-in nut retainers and screws 98 (cm)                213 (cm)                       3 kg.

4224-11  245/8" Square Hole Rails - 14 Rack Mount Units 245/8 (inches)   84 (inches)            5 lbs.        
#10-32 threaded clip-in nut retainers and screws 79 (cm)                183 (cm)                       2 kg.

4266-11  66" Square Hole Rails - 38 Rack Mount Units 66 (inches)     72 (inches)            7 lbs.        
#10-32 threaded clip-in nut retainers and screws      168 (cm) 183 (cm) 3 kg.

Rails Description H (in) / H (cm) For Frame Size  Weight    

24
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ROUND HOLE w/CLIP ON RETAINERS, #10-32 THREAD
• Use for 19" or 23" rack mount equipment frames

• Rails are sold in sets of two

• Horizontal brackets required for 22RU and 14RU rails

• Available in black  only

Rails

ROUND HOLE w/CLIP ON RETAINERS, #10-32 THREAD
• Used to convert 29" frames to 19" rack mount 

equipment frames

• Rails are sold in sets of two

• Horizontal brackets required for 22RU and 14RU rails

• Available in black  only

4238-17   385/8" Round hole conversion rail - 22 Rack Mount Units 385/8 (inches)   84 (inches)      9 lbs.         
#10-32 threaded clip-on retainers and screws 94 (cm)                213 (cm)                4 kg

4224-17   245/8" Round hole conversion rail - 14 Rack Mount Units 245/8 (inches)   84 (inches)      9 lbs.        
#10-32 threaded clip-on retainers and screws 79 (cm)                183 (cm)                4 kg. 

4279-17   79" Round hole full height conversion rail - 45 Rack Mount Units 245/8 (inches)   84 (inches)      9 lbs.        
#10-32 threaded clip-on retainers and screws 79 (cm)                183 (cm)                4 kg. 

4266-17   66" Round hole full height conversion rail - 45 Rack Mount Units 245/8 (inches)   72 (inches)      9 lbs.        
#10-32 threaded clip-on retainers and screws 79 (cm)                183 (cm)                4 kg. 

Rails Description H (in) / H (cm) For Frame Size  Weight

Conversion Rails

84
" H

72
" H

84
" H

72
" H

4272-16  79" Round hole rail - 45 Rack Mount Units 79 (inches)     84 (inches)            11 lbs.      
#10-32 threaded clip-on retainers and screws 201 (cm)              213 (cm)                       5 kg.

4238-16  385/8" Round hole rail - 22 Rack Mount Units 385/8 (inches) 84 (inches)             9 lbs.       
#10-32 threaded clip-on retainers and screws 94 (cm)                213 (cm)                       4 kg.

4224-16  245/8" Round hole rail - 14 Rack Mount Units 245/8 (inches)  84 (inches)            5 lbs.      
#10-32 threaded clip-on retainers and screws 79 (cm)                183 (cm)                       2 kg.

4266-16 66" Round hole rail - 38 Rack Mount Units 66 (inches)    72 (inches)  9 lbs.        
#10-32 threaded clip-on retainers and screws 168 (cm)              183 (cm) 4 kg.

Rails Description H (in) / H (cm) For Frame Size  Weight    

25
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• Use for 19" or 23" rack mount equipment frames

• Rails are sold in sets of two

• Horizontal brackets required for 22RU and 14RU rails

• Available in black  only 

SQUARE HOLE w/CLIP-IN NUT RETAINERS, #12-24 THREAD

Rails

SQUARE HOLE w/CLIP-IN NUT RETAINERS, #12-24 THREAD
• Used to convert 29" frames to 19" rack mount

equipment frames

• Rails are sold in sets of two

• Horizontal brackets required for 22RU and 14RU rails

• Available in black  only

4272-25  79" Square hole conversion rail - 45 Rack Mount Units 79 (inches)    84 (inches) 26 lbs.       
#12-24 threaded clip-in nut  retainers and screws 201 (cm)             213 (cm)                       12 kg.

4238-19  385/8" Square hole conversion rail - 22 Rack Mount Units 385/8 (inches)  84 (inches) 11 lbs.       
#12-24 threaded clip-in nut  retainers and screws 98 (cm)               213 (cm)                       5 kg.

4224-19  245/8" Square hole conversion rail - 14 Rack Mount Units 245/8 (inches)  72  (inches) 9 lbs.         
#12-24 threaded clip-in nut  retainers and screws 62 (cm)               183 (cm)                       4 kg.

4266-25  66" Square hole conversion rail - 38 Rack Mount Units 66 (inches)    72 (inches) 22 lbs.       
#12-24 threaded clip-in nut  retainers and screws 168 (cm)             183 (cm)                       10 kg.

Rails Description H (in) / H (cm) For Frame Size  Weight    

Conversion Rails

4272-18  79" Square hole rail - 45 Rack Mount Units 79 (inches)     84 (inches)            11 lbs.       
#12-24 threaded clip-in nut  retainers and screws       201 (cm)              213 (cm)                        5 kg.

4238-18  385/8" Square hole rail - 22 Rack Mount Units     385/8 (inches)  84 (inches)            7 lbs.      
#12-24 threaded clip-in nut  retainers and screws 98 (cm)                213 (cm)                       3 kg. 

4224-18  245/8" Square hole rail - 14 Rack Mount Units 245/8 (inches)   84 (inches)            5 lbs.        
#12-24 threaded clip-in nut  retainers and screws 62 (cm)               183 (cm)                       2 kg.

4266-18  66" Square hole rail - 38 Rack Mount Units 66 (inches)     72 (inches) 9 lbs.        
#12-24 threaded clip-in nut  retainers and screws 168 (cm)              183 (cm)                       4 kg.

Rails Description H (in) / H (cm)For Frame Size  Weight    

84
" H

72
" H

84
" H

72
" H

26
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Rails

4272-27 79" Square hole conversion rail - 45 Rack Mount Units 79 (inches)     84 (inches) 14 lbs.      
#M6X1 threaded clip-in nut  retainers and screws 201 (cm)               213 (cm)                      6 kg.

4238-21 385/8" Square hole conversion rail - 22 Rack Mount Units 385/8 (inches)   84 (inches)           9 lbs.        
#M6X1 threaded clip-in nut  retainers and screws 98 (cm)                 213 (cm)                      4 kg.

4224-21 245/8" Square hole conversion rail - 14 Rack Mount Units 245/8 (inches)   84 (inches)           9 lbs.        
#M6X1 threaded clip-in nut  retainers and screws                   62 (cm)                183( cm)        4 kg. 

4266-27 66" Square hole conversion rail - 38 Rack Mount Units 66 (inches)     72 (inches)           12 lbs.      
#M6X1 threaded clip-in nut  retainers and screws 168 (cm)               83( cm)                        5 kg.

Rails Description H (in) / H (cm) For Frame Size Weight    

Conversion Rails

4272-20  79" Square hole rail - 45 Rack Mount Units 79 (inches)     84 (inches)           11 lbs.       
#M6X1 threaded clip-in nut  retainers and screws 201 (cm)              213 (cm)                       5 kg.

4238-20  385/8" Square hole rail - 22 Rack Mount Units 385/8 (inches)   84 (inches)           7 lbs.       
#M6X1 threaded clip-in nut  retainers  and screws      98 (cm)                 213 (cm)                       3 kg. 

4224-20  245/8" Square hole rail - 14 Rack Mount Units 245/8 (inches)   84 (inches)           5 lbs.       
#M6X1 threaded clip-in nut retainers and screws 62 (cm)                183 (cm)                       2 kg.

4266-20  66" Square hole rail - 38 Rack Mount Units 66 (inches)     72 (inches) 9 lbs.        
#M6X1 threaded clip-in nut  retainers and screws 168 (cm)               183 (cm)                      4 kg.

Rails Description H (in) / H (cm) For Frame Size  Weight   

84
" H

72
" H

84
" H

72
" H

HP RAILS W/ THREADED CLIP-ON NUT RETAINERS, #10-32 THREAD

4279-31  79" HP Round hole rail-45 Rack Mount Units    79 (inches)     84 (inches)           11 lbs.    
#10-32 threaded clip-on retainers and screws     201 (cm)              213 (cm)                       5 kg.

4238-31  385/8" HP Round hole rail-22 Rack Mount Units  385/8 (inches)   84 (inches)           7 lbs.      
#10-32 threaded clip-on retainers and screws 98 (cm)                213 (cm)                       3 kg. 

4224-31  245/8" HP Round hole rail-14 Rack Mount Units 245/8 (inches)   84 (inches)           5 lbs.      
#10-32 threaded clip-on retainers and screws 62 (cm)                183 (cm)                       2 kg.

4266-31  66" HP Round hole rail-38 Rack Mount Units  66 (inches)     72 (inches) 9 lbs.      
#10-32 threaded clip-on retainers and screws 168 (cm)              183 (cm)                       4 kg.

Rails Description H (in) / H (cm) For Frame Size  Weight   

4200-51  Bag of (32) #10-32 Square Hole Clip-in Nuts and Screws
4200-52  Bag of (32) #10-32 Round Hole Clip-on Nuts and Screws
4200-53  Bag of (32) #12-24 Square Hole Clip-in Nuts and Screws
4200-54  Bag of (32) #M6X1 Square Hole Clip-in Nuts and Screws

Hardware Description

4501-26    26" Horizontal Bracket for 22RU OR 14RU rails, Set of 2     3 lbs./1 kg.
4501-32    32" Horizontal Bracket for 22RU OR 14RU rails, Set of 2 4 lbs./2 kg.
4501-36    36" Horizontal Bracket for 22RU OR 14RU rails, Set of 2 4 lbs./2 kg.

Horizontal Bracket   Description Weight     

SQUARE HOLE RAILS w/ CLIP-IN NUT RETAINERS, #M6X1 (Compaq Rackmount) THREAD
• Used to convert 29" frames to 19" rack mount equipment frames  
• Rails are sold in sets of two
• Metric Clip-In Nut Retainers and screws
• Horizontal brackets required for 22RU and 14RU rails
• Available in black  only

SQUARE HOLE RAILS w/ CLIP-IN NUT RETAINERS, #M6X1 (Compaq Rackmount) THREAD
• Use for 19" or 23" rack mount equipment frames

• Rails are sold in sets of two

• Metric Clip-In Nut Retainers and screws

• Horizontal brackets required for 22RU and 14RU rails

• Available in black  only 

27
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Top Panels for 29" Wide Frames

• For 26", 32" or 36" deep frames

Bottom Panels for 29" Wide Frames

4836-01 Shown

4436-23 Shown

4826-01  Top Fan Panel for 29" wide Frame 28 x 25 x 1 7/8 (inches) 27 lbs.     
For use with 26" Deep frame                71 x 64 x 4 (cm)                                       12 kg.

4832-01  Top Fan Panel for 29" wide Frame 28 x 31 x 1 7/8 (inches) 29 lbs.       
For use with 32" Deep frame                71 x 79 x 4(cm)                                        13 kg.

4836-01  Top Fan Panel for 29" wide Frame 28 x 35 x 1 7/8 (inches) 31 lbs.       
For use with 36" Deep frame                71 x 89 x 4 (cm)                                       14 kg.

4826-00  Top Panel For 29" wide Frame with Grille w/o fan 28 x 25 x 1 7/8 (inches) 19 lbs.       
For use with 26" Deep frame                71 x 64 x 4 (cm)                                        9 kg.

4832-00  Top Panel For 29" wide Frame with Grille w/o fan 28 x 31 x 1 7/8 (inches) 21 lbs.    
For use with 32" Deep frame                71 x 79 x 4 (cm)                                       10 kg.

4836-00  Top Panel For 29" wide Frame with Grille w/o fan 28 x 35 x 1 7/8 (inches) 23 lbs.       
For use with 36" Deep frame                71 x 89 x 4 (cm)                                       10.5 kg.

Top Panel Description W x D x H Weight    

4426-23  Bottom Filler Panel for 29" wide Frame 29 x 26 x 1 5/8 (inches) 26 lbs.       
For use with 26" Deep frame                61 x 64 x 4 (cm)                                       12 kg.

4432-23  Bottom Filler Panel for 29" wide Frame 29 x 32 x 1 5/8 (inches) 28 lbs.       
For use with 32" Deep frame                61 x 79 x 4(cm)                                        13 kg.

4436-23  Bottom Filler Panel for 29" wide Frame 29 x 36 x 1 5/8 (inches) 30 lbs.       
For use with 36" Deep frame                61 x 89 x 4 (cm)                                       14 kg.

Bottom Panel Description W x D x H Weight    

• For 26", 32" or 36" deep frames

• Used for free standing equipment housed in the base of  
cabinet

28

Filler Panels for 29" Wide Frames

4325-F1U  1 rack mount unit Filler Panel for 29" wide Frame 4 lbs.       
For 23" rack mount 2 kg.

4325-F2U  2 rack mount unit Filler Panel for 29" wide Frame 4 lbs.       
For 23" rack mount 2 kg.

4325-F4U  4 rack mount unit Filler Panel for 29" wide Frame 7 lbs.       
For 23" rack mount 3 kg.

4325-F8U  8 rack mount unit Filler Panel for 29" wide Frame 9 lbs.       
For 23" rack mount 4 kg.

Filler Panel Description Weight    



29
" W

id
e 

LA
NP

RO
Fr

am
es

 (F
or 

23
" R

ac
k M

ou
nt)

Front Door for 29" Wide Frames

• For 72" or 84" high frames

• Doors lock for security

• Smoked acrylic plexiglass

• Door available solid or vented 

• Keyed alike unless specified as individually 
keyed

• Universal doors (doors shipped right hinged unless 
otherwise specified)

4832-11 Shown

4832-10  Solid Front Door for 29" wide Frame 24 3/4 x 1 1/2 x 79 3/4 (inches) 45 lbs.      
For 84" high frame 63 x 4 x 203 (cm)                                      20 kg.

4832-11  Vented Front Door for 29" wide Frame 24 3/4 x 1 1/2 x 79 3/4 (inches) 45 lbs.      
For 84" high frame 63 x 4 x 203 (cm)                                      20 kg.

4732-10  Solid Front Door for 29" wide Frame 24 3/4 x 1 1/2 x 67 3/4 (inches) 41 lbs.      
For 72" high frame 63 x 4 x 172 (cm)                                      19 kg.

4732-11  Vented Front Door for 29" wide Frame 24 3/4 x 1 1/2 x 67 3/4 (inches) 41 lbs.    
For 72" high frame 63 x 4 x 172 (cm)                                      19 kg.

Front Door Description W x D x H Weight    

72
"  

HI
GH

84
" H

IG
H

Rear Door for 29" Wide Frames

• For 72" or 84" high frames 

• Doors lock for security

• Door available solid or vented

• Keyed alike unless specified as individually 
keyed

• Rear doors may also be used as front doors

• Universal doors (doors shipped right hinged unless 
otherwise specified)

4832-20   Solid Rear Door for 29" wide Frame 24 3/4 x 1 1/2 x 79 3/4 (inches) 51 lbs.       
For 84" high frame               63 x 4 x 203 (cm)                                      23 kg.

4832-21   Vented Rear Door for 29" wide Frame 24 3/4 x 1 1/2 x 79 3/4 (inches) 51 lbs.       
For 84" high frame               63 x 4 x 203 (cm)                                      23 kg.

4732-20   Solid Rear Door for 29" wide Frame              24 3/4 x 1 1/2 x 67 3/4 (inches) 45 lbs.       
For 72" high frame                 63 x 4 x 172 (cm)                                      20 kg.

4732-21   Vented Rear Door for 29" wide Frame 24 3/4 x 1 1/2 x 67 3/4 (inches) 45 lbs.       
For 72" high frame               63 x 4 x 172 (cm)                                       20 kg.

Rear Doors Description W x D x H Weight    

72
"  

HI
GH

84
" H

IG
H

4832-10 Shown

4732-20 Shown 4832-21 Shown

29
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Side Panels for 29" Wide Frames

4584-32 Shown

• For 72" or 84" high frames
• For 26", 32" or 36" deep frames
• Solid and vented side panels lock for security 
• Sold in sets of two

4484-26 Solid Side Panels for 29" wide Frame 26 x 3/4 x 84  (inches) 46 lbs.        
For use with 26" deep frames, Set of two 66 x 2 x 213 (cm)                                    21 kg.

4584-26 Vented Side Panels for 29" wide Frame 26 x 3/4 x 84  (inches) 46 lbs.        
For use with 26" deep frames, Set of two 66 x 2 x 213 (cm)                                    21 kg.

4484-32 Solid Side Panels for 29" wide Frame 32 x 3/4 x 84  (inches) 54 lbs.        
For use with 32" deep frames, Set of two 81 x 2 x 213 (cm)                                    24 kg.

4584-32 Vented Side Panels for 29" wide Frame 32 x 3/4 x 84  (inches) 54 lbs.        
For use with 32" deep frames, Set of two 81 x 2 x 213 (cm)                                    24 kg.

4484-36 Solid Side Panels for 29" wide Frame 36 x 3/4 x 84  (inches) 59 lbs.        
For use with 36" deep frames, Set of two 91 x 2 x 213 (cm)                                    27 kg.

4584-36 Vented Side Panels for 29" wide Frame 36 x 3/4 x 84  (inches) 59 lbs.        
For use with 36" deep frames, Set of two 91 x 2 x 213 (cm)                                    27 kg.

4472-26 Solid Side Panels for 29" wide Frame 26 x 3/4 x 72 (inches) 42 lbs.        
For use with 26" deep frames, Set of two 66 x 2 x 172 (cm)                                    19 kg. 

4572-26 Vented Side Panels for 29" wide Frame 26 x 3/4 x 72 (inches) 42 lbs.        
For use with 26" deep frames, Set of two 66 x 2 x 172 (cm)                                    19 kg. 

4472-32 Solid Side Panels for 29" wide Frame 32 x 3/4 x 72 (inches) 49 lbs.        
For use with 32" deep frames, Set of two 81 x 2 x 172 (cm)                                    22 kg.

4572-32 Vented Side Panels for 29" wide Frame 32 x 3/4 x 72 (inches) 49 lbs.        
For use with 32" deep frames, Set of two 81 x 2 x 172 (cm)                                    22 kg.

4472-36 Solid Side Panels for 29" wide Frame 36 x 3/4 x 72  (inches) 53 lbs.        
For use with 36" deep frames, Set of two 91 x 2 x 172 (cm)                                    24 kg.

4572-36 Vented Side Panels for 29" wide Frame 36 x 3/4 x 72  (inches) 53 lbs.        
For use with 36" deep frames, Set of two 91 x 2 x 172 (cm)                                    24 kg.

Side Panels Description W x D x H Weight    

84
"  

HE
IG

HT
72

"  
HE

IG
HT
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Power Strip   Description Weight Plug Type

Power Strips

60" VERTICAL MOUNT POWER STRIPS FOR ALL FRAME SIZES

4260-00 Shown

Mounting Detail

19" Rack Mount POWER STRIPS FOR 25" FRAMES

4219-60 Shown

4219-60 19" power strip, with 6 outlets 5 lbs. 
15 AMP/125V with on/off switch, front outlets 2 kg.

4219-61 19" power strip, with 6 outlets 5 lbs. 
15 AMP/125V with on/off switch, surge protector and front outlets 2 kg.

4219-62 19" power strip, with 6 outlets 5 lbs. 
15 AMP/125V with on/off switch, surge protector and rear outlets 2 kg.

Power Strip Description Weight

4260-00  60" power strip, with 10 outlets 10 lbs.      
15 AMP/125V with on/off switch 5 kg.

4260-01  60" power strip, with 10 outlets 10 lbs. 
20 AMP/125V with on/off switch 5 kg.

4260-02 60" power strip, with 10 outlets 10 lbs. 
15 AMP/125V with on/off switch and L5-15P twist lock plug 5 kg.

4260-03 60" power strip, with 10 outlets 10 lbs. 
20 AMP/125V with on/off switch and L5-20P twist lock plug 5 kg.

4260-04  60" power strip, with 10 outlets 10 lbs.
15 AMP/125V without on/off switch 5 kg.

23" Rack Mount POWER STRIPS FOR 29" FRAMES

4223-60 23" power strip, with 6 outlets 6 lbs.       
15 AMP/125V w/on/off switch, front outlets 3 kg.

4223-61 23" power strip, with 6 outlets 6 lbs. 
15 AMP/125V with on/off switch, surge protector and front outlets 3 kg.

4223-62 23" power strip, with 6 outlets 6 lbs.
15 AMP/125V with on/off switch, surge protector and rear outlets 3 kg.

Power Strip Description Weight

31

Receptacles can be 
positioned facing front

interior or rear of cabinet
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10" Fan

Fan        Description Weight

4200-60  10" Fan, 550 CFM 10 lbs.
For use with all Top Panels 4 kg.

Fans

• For 19" rack mount

• Provides additional strain relief at rear of 
distribution rack for horizontal wiring cables
terminated to modular patch panels

• Maintains pertinent bend radius of horizontal 
Category 5 cable

•  D-Ring vertical cable managers for rack mount rails 

CABLE SUPPORT BAR

D-RING CABLE MANAGER

4200-03 Shown

Cable Management

D-Ring Description Weight

4200-01 Single D-Ring Manager (Set of 4) 3 lbs. 
13/4 x 31/2 (inches) 1 kg.

4200-02  Auxiliary D-Ring Manager (Set of 4) 4 lbs. 
37/8 x 47/8 (inches) 2 kg.

Support Bar Description Weight

4200-03 Cable Support Bar 3 lbs.  
1 kg.

4200-04 Cable Support Bar with Two single D-ring managers (4200-01) 3 lbs. 
1 kg.

• For 19" rack mount

• Combination cable organizers achieve Category 5 
performance

• Eliminate cable stress

• Keep cable jackets intact up to the terminal block

• Maintain twist & bend radius specifications

• Cable ties not needed

COMBINATION CABLE ORGANIZERS

4200-08 Shown 4200-09 Shown

Combination Organizer Description Weight

4200-08 Combination Cable Organizer 4 lbs. 
2 kg.

4200-09 Combination Cable Organizer and four single     1 lbs. 
D-Ring managers (4200-01) .5 kg.

32

4200-02 Shown
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4200-01 Shown
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• For 19" rack mount

• Used for bulk  routing patch cords between
bays

INTERBAY ORGANIZERS

4200-13 Shown

Cable Management

Interbay Organizer Description Weight   

4200-10 Interbay Organizer: 1 1/2" x 3 1/2" / 4 cm x 9 cm 4 lbs. 
2 kg.

4200-13 Interbay Organizer: 3" x 3 1/2"/ 8 cm x 9 cm 6 lbs. 
3 kg.

Patch Cord Organizer Description W x D Weight

4200-11 Patch Cord Organizer #1     3 3/4" x 1 3/4" 6 lbs. 
3 1/2" High 10 cm x 4 (cm) 3 kg.

4200-12 Patch Cord Organizer #2  3 3/4" x 1 3/4" 6 lbs. 
1 3/4" High 10 cm x 4(cm) 3 kg.

4200-10 Shown

• For horizontal and vertical front side cable 
management

•  Simplify tracing, identifying, and re-routing 
patch cords 

PATCH CORD ORGANIZERS

4200-11 Shown 4200-12 Shown

• For 19" rack  mount

• For horizontal and vertical front-side cable 
management

• D-Rings can be attached to cable management 
panels

• Available tapped or slotted

CABLE MANAGEMENT PANELS

CABLE MANAGEMENT CINCH STRAPS
• VELCRO© cinch straps attach to shelves to  secure cables 

inside frames

4200-14  Shown

4200-15 Shown

4200-18 Shown

Panel Description Weight

4200-14 19" Horizontal Tapped Panel 5 lbs.  
2 kg.

4200-15 19" Horizontal Slotted Panel 11 lbs. 
5 kg.

Panel Description W x H Weight

4219-10 Rack  Cabling Managers 19 x 1 3/4 " 5 lbs. 
For 19" Rack Mount 48 x 4 (cm) 2 kg.

4223-10 Rack  Cabling Managers 23 x 1 3/4 " 8 lbs. 
For 23" Rack Mount 58 x 4 (cm) 4 kg.

Straps Description Weight

4200-18 12" Cable Management Cinch Strap N/A

• Used to organize horizontal cabling

• Available in black only 

RACK CABLING MANAGERS

4219-10 Shown
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Fixed Shelves for 29" Wide Frames
For 23" Rack Mount 

• For 26", 32" or 36" deep frames
• Vented for continuous airflow 
• Comes with horizontal cable VELCRO© straps
• 500 lb weight capacity
• Comes standard with #10-32 square hole

and round hole hardware

• Two sets of rails are required to
mount shelves in all LANPRO Cabinets

4325-28 Shown

4325-27  Fixed Shelf  For 29" wide Frames, For use with 26"         219/16 x 171/2 x 13/8(inches) 16 lbs.   
deep frames, Weight Capacity is 300 lbs./227 kg. 55 x 45 x 4 (cm)                     7 kg. 

4325-28 Fixed Shelf  For 29" wide Frames, For use with 32"/36"  219/16 x 231/2 x 13/8(inches) 19 lbs.    
deep frames, Weight Capacity is 300 lbs./227 kg. 55 x 60 x 4 (cm)                     9 kg.

4325-41  Fixed Shelf  For 29" wide Frames, For use with 32"/36" 219/16 x 271/2 x 13/8 (inches)  19 lbs.    
deep frames, Weight Capacity is 300 lbs./277 kg. 55 x 70 x 4 (cm)                     9 kg.

Shelf Description W x D x H Weight   

• Heavy duty casters for use with 25", 29", and 48" frames

• Set of four 

CASTERS FOR 25", 29", AND 48" LANPRO FRAMES

ANTI-TIP BASE 25" AND 29" LANPRO FRAMES

Casters

Casters Description Height / cm Weight

4200-70 Casters for 25", 29", and 48" Frames    4 1/16  x 2 9/16 15 lbs. 
Weight Capacity 2400 lbs/363 kg. , (Set of four)  10 cm x 7 cm 7 kg. 4200-70 Shown

Anti-Tip Base

• For use with casters or leveling glides

• Can be mounted to front, rear, or both 4225-00 Shown

4425-01 Shown

Anti-Tip Base Description

4225-00  For 25" Wide LANPRO Frame Front or Rear Mount Anti-Tip Base
Shipping Weight: 47 Lbs.     For Use With Casters

4225-01  For 25" Wide LANPRO Frame Front and Rear Mount Anti-Tip Base 
Shipping Weight: 86 Lbs.     For Use Without Casters

11/116 "
2.6cm

34
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Fan Shelves for 29" Wide Frames
For 23" Rack Mount 

• For 26", 32" or 36" deep frames

• Comes standard with #10-32 square hole
and round hole hardware

• Two sets of rails are required to
mount fan shelves in all LANPRO

Cabinets

4325-67 Shown
w/ 4325-60

4325-60 Shown

4325-61 Shown

Fan Shelf Description W x D x H

4325-60  Fan Panel For 29" wide Frames 20 5/8 x 6 1/2 x 13/8 (inches) 13 lbs.  
Includes 3 fans 53 x 17 x 4 (cm)                     6 kg. 

4325-61 Filler Panel For 29" wide Frames                                            20 5/8 x 6 1/2 (inches) 5 lbs.   
53 x 17 (cm)                          2 kg.

4325-66  Fan Frame For 29" wide Frames, For use with 32"/36"   23 x 27 x 13/4 (inches)       9 lbs.    
deep frames, Frame only 58 x 69 x 4 (cm)                     5 kg.

4325-67  Fan Frame For 29" wide Frames, For use with 26"        23 x 201/2 x 13/4 (inches)     7 lbs.    
deep frames, Frame only 58 x 52 x 4 (cm)                    3 kg.

Roll-out  Shelves for 29" Wide Frames
For 23" Rack Mount 

• For 26", 32" or 36" deep frames

• Vented for  continuous airflow 

• Include cable management guides

• Comes in four weight capacities:
65 lbs 150 lbs
75 lbs 300 lbs

• Comes standard with #10-32 square hole
and round hole hardware

• Two sets of rails are required to 
mount rollout shelves in all LANPRO Cabinets 4325-30 Shown

Roll-out Shelves   Description W x D x H 

4325-30  Roll-out Shelf for 29" wide Frame, For use with 26"         2013/16 x 171/2 x 13/8 (inches) 23 lbs. 
deep frames, Weight Capacity is 75 lbs./36 kg.   53 x 45 x 4 (cm)                    10 kg.

4325-32  Roll-out Shelf for 29" wide Frame, For use with 36" 209/16 x 271/2 x 23/4 (inches) 32 lbs.  
deep frames, Weight Capacity is 150 lbs./68 kg. 52 x 70 x 7 (cm)                   15 kg.

4325-33  Roll-out Shelf for 29" wide Frame, For use with 26"     209/16 x 171/2 x 23/4 (inches) 25 lbs. 
deep frames, Weight Capacity is 150 lbs./68 kg. 52 x 45 x 7 (cm)                   11 kg. 

4325-34  Roll-out Shelf for 29" wide Frame, For use with 32" 209/16 x 231/2 x 23/4 (inches) 29 lbs.  
deep frames, Weight Capacity is 150 lbs./68 kg. 52 x 60 x 7 (cm)                   13 kg.

4325-35  Roll-out Shelf for 29" wide Frame, For use with 32"/36" 1911/16 x 271/2 x 23/4 (inches) 25 lbs.  
deep frames, Weight Capacity is 300 lbs./136 kg.  50 x 70 x 7 (cm)                   11kg.

4325-36  Roll-out Shelf for 29" wide Frame, For use with 32"/36" 1913/16 x 231/2 x 13/8 (inches) 18 lbs. 
deep frames, Weight Capacity is 65 lbs./29 kg.   50 x 60 x 4 (cm)                    8 kg.
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4832-38     48" Double Wide LANPRO Frame - A depth of 32" 48 x 32 x 84 (inches) 279 lbs.
For 19" Rack Mount 122 x 81 x 213 (cm)                 126 kg.

4836-38 48" Double Wide LANPRO Frame - A depth of 36" 48 x 36 x 84 (inches) 285 lbs.
For 19" Rack Mount                                     122 x 91 x 213 (cm)                 129 kg.84

" H
IG

H

Frame Description W x D x H Weight     

4836-38 Shown

•  Unique welded “O” Frame is designed for 
superior strength

• Designed to house four sets of 19" rack mount
rails and add rackmount components for free 
standing hardware

•  Multi vendor capabilities

• Available in two depths - 32" and 36" 

• Available in 84" height

• Rail options
45 rack units high = 84" height
*22 rack units high = 84" height
*14 rack units high = 84" height
*(Add additional horizontal brackets 
for 22RU and 14RU rails)

• Weight capacity of 3000 lbs per frame

• Interior clearance = frame depth minus 21/2"

•  Rail adjustment = frame depth minus 41/2"

• Comes with ganging hardware for attaching 
additional frames

•  Designed for ganged cabinet configuration

48" Double Wide LANPRO Frames
For 19" Rack Mount

36
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EDP’s HP Rack Mount Kit

Z-Rail for 
mounting DEC equipment

U-shaped rail for 
mounting HP equipment

Sun Rack Mount 

For Sun rack mount ready equipment order Rack Mount Kit. 
(Select 36" Deep LanPro Cabinets)
Part #4279-30 (79" rail kit)

10-32 Tapped rail for mounting
Sun rack mount hardware

For HP rack mount ready equipment order HP Rack Mount Kit. 
(Select 36" Deep LANPRO Cabinets)
Use for D,L,K & N Class Servers         
Part #4272-31 (79" rails) 
Round hole rails with 10-32 clip-on nut retainers.

DEC Rack Mount 

For Compaq, Dell & IBM rack mount ready equipment.                    
(Select 36" deep LANPRO cabinets)
Compaq–Part#4272-29 (79" rails)    Part#4266-29 (66" rails)
Square hole rails with (metric) M6X1 clip-in nut retainers.
Dell & IBM–Part#4272-28 (79" rails)   Part#4266-28 (66" rails)
Square Hole 10-32.

Compaq , Dell, IBM Rack Mount 

Square-holed rail for 
mounting Compaq, Dell, & IBM

rack mount equipment

LANPRO will also accommodate a variety of other servers and hardware please call the EDP Inside Sales Department at (800) 4321-EDP

84" High Cabinet

45U

With EDP’s LANPRO line of
multi-vendor rack mount kits,
one enclosure accommodates
the ever-changing variety of
computer hardware on the
market. Along with 
hardware-specific rack mount

kits, LANPRO offers full,
half-height, and conversion
rails for mounting your 
equipment. Choose from
Square, Tapped, or Round
Hole rack mount rails. LANPRO

allows you to switch out the
rack mount rails as your
technical needs change.

25" WIDTH
(19" RACK MOUNT)

38U

72" High
Cabinet

84"

45U

29" WIDTH
(USE CONVERSION RAILS 23" OR 19" RACK MOUNT)

38U

72"

22U 22U

14U

84"

45U

25" & 29" CO-LOCATION CABINET
(USE CONVERSION RAILS 23" OR 19" RACK MOUNT)

22U

14U STANDARD RAILS

AVAILABLE IN SQUARE

HOLE, TAPPED & ROUND

HOLE. ADDITIONAL

HORIZONTAL RACK MOUNT

BRACKETS MUST BE ORDERED

TO ACCOMMODATE HALF HEIGHT

RAILS (PART # 4501-36)

RACK MOUNT RAIL OPTIONS

EDP’s HP Rails Accept HP Horizontal Brackets and HP Spacer Kits.

For DEC rack mount ready equipment order DEC Rack Mount Kit.
Part #4272-23 (79" rails)

#4266-23 (66" rails)
Round hole rails with 10-32 clip-on nut retainers.

(Set of 4 tapped 10-32 “u” rails with 2 intermediate “z” rails to 
house Sun rack mount hardware
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48" DOUBLE WIDE LANPRO Pre-Configured Cabinets and Rack Mount Kits

4786-70 HP Pre-configured 48" Frame 48 x 36 x 84 (inches) 389 lbs.         
four sets of HP Rails # 10-32 Threaded                      122 x 91 x 213 (cm)             177 kg.    
Clip-On Nut Retainers and Screws

4786-71 DEC Pre-configured 48" Frame  48 x 36 x 84 (inches) 385 lbs.         
four sets of Round hole rails & DEC Rails 122 x 91 x 213 (cm)              175 kg.
# 10-32 Threaded Clip-On Nut Retainers and Screws

4786-72 Compaq Pre-configured 48" Frame 48 x 36 x 84 (inches) 387 lbs.         
four sets of Square Hole Rails 122 x 91 x 213 (cm)            176 kg.
# M6X1 Threaded Clip-In Nut Retainers and Screws

4786-73 DELL Pre-configured 48" Frame 48 x 36 x 84 (inches) 387 lbs.         
four sets of Square Hole Rails 122 x 91 x 213 (cm)            176 kg.
# 10-32 Threaded Clip-In Nut Retainers and Screws

Frame Description W x D x H Weight

• Frames are 36" deep and 84" high
• Top panel with grille
• For 48" Double-Wide Units
• Does not include doors or side panels

4272-32    HP 79" Rail kit for 84" high frames                     45 lbs.                      
two sets of HP Rails # 10-32 Threaded 20kg.                                                            
Clip-On Nut Retainers and Screws

4266-32 HP 66" Rail kit for 72" high frames 40 lbs.                      
two sets of Round hole rails & HP Rails 18 kg.                                           
# 10-32 Threaded Clip-On Nut Retainers and Screws

4279-30 SUN 79" Rail kit for 84" high frames 60 lbs.                      
includes 4 “U” style rails & 2 “Z” style rails                     27 kg.                                           
# 10-32 Tapped rails

4266-30 SUN 66" Rail kit for 72" high frames 55 lbs.                      
includes 4 “U” style rails & 2 “Z” style rails                     25 kg.                                           
# 10-32 Tapped rails

4272-23    DEC 79" Rail kit for 84" high frames                    55 lbs.                      
two sets of Round hole rails & DEC Rails                 25 kg.
# 10-32 Threaded Clip-On Nut Retainers and Screws

4266-23 DEC 66" Rail kit for 72" high frames 50 lbs.                      
two sets of Round hole rails & DEC Rails 23 kg.
# 10-32 Threaded Clip-On Nut Retainers and Screws

4272-29    Compaq 79" Rail kit for 84" high frames             28 lbs.                      
two sets of Square Hole rails 13 kg.
# M6X1 Threaded Clip-In Nut Retainers and Screws

4266-29 Compaq 66" Rail kit for 72" high frames 24 lbs.                      
two sets of Square Hole rails 11 kg.
# M6X1 Threaded Clip-In Nut Retainers and Screws

4272-28    DELL, IBM 79" Rail kit for 84" high frames    28 lbs.                      
two sets of Square Hole rails 13 kg.
# 10-32 Threaded Clip-In Nut Retainers and Screws

4266-28 DELL, IBM 66" Rail kit for 72" high Frames 24 lbs.                      
two sets of Square Hole rails 11 kg.       
# 10-32 Threaded Clip-In Nut Retainers and Screws

Rails Description Weight
•  Rail kits only
•  Vendor - specific 

rackmount rails
• Comes with 

threaded nut 
retainers and 
screws

HP
DE

C
CO

M
PA

Q
DE

LL
HP

DE
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LL
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BM
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Rails ALL LANPRO RAILS MEET EIA* STANDARDS

Rails    Description H (in) / H (cm) For Frame Size  Weight    

84
" H

72
" H

84
" H

72
" H

84
" H

72
" H

4272-10  79" Tapped Rails - 45 Rack Mount Units 79 (inches)      84 (inches)           16 lbs.    
# 10-32 thread 201 (cm)               213 (cm)                      7 kg.

4238-10  385/8" Tapped Rails - 22 Rack Mount Units 385/8 (inches)   84 (inches)            8 lbs.        
# 10-32 thread 98 (cm)                213 (cm)                       4 kg.

4224-10  245/8" Tapped Rails - 14 Rack Mount Units 245/8 (inches)   84 (inches)            8 lbs.     
# 10-32 thread 62 (cm)                183 (cm)                       4 kg.

4266-10  66" Tapped Rails - 38 Rack Mount Units 66 (inches)      72 (inches)           14 lbs.   
# 10-32 thread 168 (cm)                83 (cm)                        6 kg.

TAPPED RAILS #10-32
*(ELECTRICAL INDUSTRY ASSOCIATION)

• Used for 19" or 23" rack mount equipment frames

• Rails sold in sets of two

• Rails threaded to accept 10-32 mounting hardware

• Horizontal brackets required for 22RU and 14RU rails

• Available in black only

SQUARE HOLE w/CLIP-IN NUT RETAINERS, #10-32 THREAD
• Use for 19" or 23" rack mount equipment frames

• Rails are sold in sets of two

• Horizontal brackets required for 22RU and 14RU rails

• Available in black only 

4272-11  79" Square Hole Rails - 45 Rack Mount Units 79 (inches)     84 (inches)            8 lbs.        
#10-32 threaded clip-in nut  retainers and screws 201 (cm) 213 (cm)                        4 kg.            

4238-11  385/8" Square Hole Rails - 22 Rack Mount Units 385/8 (inches)   84 (inches)            6 lbs.        
# 10-32 threaded clip-in nut retainers and screws 98 (cm)                213 (cm)                       3 kg.

4224-11  245/8" Square Hole Rails - 14 Rack Mount Units 245/8 (inches)   84 (inches)            5 lbs.        
#10-32 threaded clip-in nut retainers and screws 79 (cm)                183 (cm)                       2 kg.

4266-11  66" Square Hole Rails - 38 Rack Mount Units 66 (inches)     72 (inches)            7 lbs.        
#10-32 threaded clip-in nut retainers and screws      168 (cm) 183 (cm) 3 kg.

Rails Description H (in) / H (cm) For Frame Size  Weight    

ROUND HOLE w/CLIP ON RETAINERS, #10-32 THREAD
• Use for 19" or 23" rack mount equipment frames

• Rails are sold in sets of two

• Horizontal brackets required for 22RU and 14RU rails

• Available in black  only 

4272-16  79" Round hole rail - 45 Rack Mount Units 79 (inches)     84 (inches)            11 lbs.      
#10-32 threaded clip-on retainers and screws 201 (cm)              213 (cm)                       5 kg.

4238-16  385/8" Round hole rail - 22 Rack Mount Units 385/8 (inches) 84 (inches)             9 lbs.       
#10-32 threaded clip-on retainers and screws 94 (cm)                213 (cm)                       4 kg.

4224-16  245/8" Round hole rail - 14 Rack Mount Units 245/8 (inches)  84 (inches)            5 lbs.      
#10-32 threaded clip-on retainers and screws 79 (cm)                183 (cm)                       2 kg.

4266-16 66" Round hole rail - 38 Rack Mount Units 66 (inches)    72 (inches)  9 lbs.        
#10-32 threaded clip-on retainers and screws 168 (cm)              183 (cm) 4 kg.

Rails Description H (in) / H (cm) For Frame Size  Weight    
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• Use for 19" or 23" rack mount equipment frames

• Rails are sold in sets of two

• Horizontal brackets required for 22RU and 14RU rails

• Available in black only 

SQUARE HOLE w/CLIP-IN NUT RETAINERS, #12-24 THREAD

4272-18  79" Square hole rail - 45 Rack Mount Units 79 (inches)     84 (inches)            11 lbs.      
#12-24 threaded clip-in nut  retainers and screws       201 (cm)              213 (cm)                        5 kg.

4238-18  385/8" Square hole rail - 22 Rack Mount Units     385/8 (inches)  84 (inches)            7 lbs.      
#12-24 threaded clip-in nut  retainers and screws 98 (cm)                213 (cm)                       3 kg. 

4224-18  245/8" Square hole rail - 14 Rack Mount Units 245/8 (inches)   84 (inches)            5 lbs.        
#12-24 threaded clip-in nut  retainers and screws 62 (cm)               183 (cm)                       2 kg.

4266-18  66" Square hole rail - 38 Rack Mount Units 66 (inches)     72 (inches) 9 lbs.        
#12-24 threaded clip-in nut  retainers and screws 168 (cm)              183 (cm)                       4 kg.

Rails Description H (in) / H (cm)For Frame Size  Weight    

Rails

SQUARE HOLE RAILS w/ CLIP-IN NUT RETAINERS, #M6X1 (Compaq Rackmount) THREAD
• Use for 19" or 23" rack mount equipment frames

• Rails are sold in sets of two

• Metric Clip-In Nut Retainers and screws

• Horizontal brackets required for 22RU and 14RU rails

• Available in black only 

4272-20  79" Square hole rail - 45 Rack Mount Units 79 (inches)     84 (inches)           11 lbs.       
#M6X1 threaded clip-in nut  retainers and screws 201 (cm)              213 (cm)                       5 kg.

4238-20  385/8" Square hole rail - 22 Rack Mount Units 385/8 (inches)   84 (inches)           7 lbs.       
#M6X1 threaded clip-in nut  retainers  and screws      98 (cm)               213 (cm)                       3 kg. 

4224-20  245/8" Square hole rail - 14 Rack Mount Units 245/8 (inches)   84 (inches)           5 lbs.       
#M6X1 threaded clip-in nut retainers and screws 62 (cm)               183 (cm)                       2 kg.

4266-20  66" Square hole rail - 38 Rack Mount Units 66 (inches)     72 (inches) 9 lbs.        
#M6X1 threaded clip-in nut  retainers and screws 168 (cm)              183 (cm)                      4 kg.

Rails Description H (in) / H (cm) For Frame Size  Weight   

HP RAILS W/ THREADED CLIP-ON NUT RETAINERS, #10-32 THREAD

4279-31  79" HP Round hole rail-45 Rack Mount Units    79 (inches)     84 (inches)           11 lbs.    
#10-32 threaded clip-on retainers and screws     201 (cm)              213 (cm)                       5 kg.

4238-31  385/8" HP Round hole rail-22 Rack Mount Units  385/8 (inches)   84 (inches)           7 lbs.        
#10-32 threaded clip-on retainers and screws 98 (cm)               213 (cm)                        3 kg. 

4224-31  245/8" HP Round hole rail-14 Rack Mount Units 245/8 (inches)   84 (inches)           5 lbs.        
#10-32 threaded clip-on retainers and screws 62 (cm)               183 (cm)                        2 kg.

4266-31  66" HP Round hole rail-38 Rack Mount Units  66 (inches)     72 (inches) 9 lbs.      
#10-32 threaded clip-on retainers and screws 168 (cm)              183 (cm)                       4 kg.

Rails Description H (in) / H (cm) For Frame Size  Weight   

4200-51  Bag of (32) #10-32 Square Hole Clip-in Nuts and Screws
4200-52  Bag of (32) #10-32 Round Hole Clip-on Nuts and Screws
4200-53  Bag of (32) #12-24 Square Hole Clip-in Nuts and Screws
4200-54  Bag of (32) #M6X1 Square Hole Clip-in Nuts and Screws

Hardware Description

84
" H

72
" H

84
" H

72
" H

84
" H

72
" H

4501-26    26" Horizontal Bracket for 22RU OR 14RU rails, Set of 2     3 lbs./1 kg.
4501-32    32" Horizontal Bracket for 22RU OR 14RU rails, Set of 2 4 lbs./2 kg.
4501-36    36" Horizontal Bracket for 22RU OR 14RU rails, Set of 2 4 lbs./2 kg.

Horizontal Bracket   Description Weight     
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Top Panels for 48" Double Wide Frames
• For 32" or 36" deep frames

• Top Fan Panel includes two 10" fans 
that exhaust 550 cubic feet of air per minute

• To add fan to Top Panel with Grille (see page 44)

4836-49 Shown

4832-49 Top Fan Panel for 48" Double Wide Frame               46 7/8  x 30 7/8 x 1 7/8 (inches) 39 lbs.       
For use with 32" deep frame               119 x 78 x 4 (cm)                                      18 kg.

4836-49 Top Fan Panel for 48" Double Wide Frame  46 7/8  x 34 7/8 x 1 7/8 (inches) 41 lbs.       
For use with 36" deep frame               119 x 89 x 4 (cm)                                      19 kg.

4832-48 Top Panel for 48" Double Wide Frame with Grille 46 7/8  x 30 7/8  x 1 7/8 (inches) 33 lbs.        
For use with 32" deep frame, w/o fans 119 x 78 x 4 (cm)                                      15 kg.

4836-48 Top Panel for 48" Double Wide Frame with Grille  46 7/8  x 34 7/8 x 1 7/8 (inches) 36 lbs.       
For use with 36" deep frame, w/o fans 119 x 89 x 4 (cm)                                      16 kg.

Top Panel Description W x D x H Weight    
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Front Doors for 48" Double Wide Frames

• For 84" high frames

• Doors lock for security

• Available with solid or vented doors 

• Smoked acrylic plexiglass

• Keyed alike unless specified as individually 
keyed

• Universal doors 

• Sold in sets of two

4884-14  Solid Front Doors for 48" Double Wide Frame 20 3/4 x 1 1/2  x 79 3/4 (inches) 80 lbs.        
Set of two 54 x 4 x 203 (cm)                                     36 kg.

4884-15  Vented Front Doors for 48" Double Wide Frame 20 3/4 x 1 1/2  x 79 3/4 (inches) 82 lbs.        
Set of two 54 x 4 x 203 (cm)                                     37 kg.

Doors Description W x D x H Weight     

Rear Doors for 48" Double Wide Frames

• For 84" high frames 

• Doors lock for security

• Available with solid or vented doors

• Keyed alike or individually 

• Keyed alike unless specified as individually 
keyed

• Universal doors 

• Sold in sets of two

4884-20 Solid Rear Doors for 48" Double Wide Frame 20 3/4  x 1 1/2  x 79 3/4 (inches) 90 lbs.       
Set of two 54 x 4 x 203 (cm)                                     40 kg.

4884-21 Vented Rear Doors for 48" Double Wide Frame 20 3/4  x 1 1/2  x 79 3/4 (inches) 90lbs.        
Set of two 54 x 4 x 203 (cm)                                     40 kg.

Doors Description W x D x H Weight    

84
"  

HI
GH

84
"  

HI
GH

4884-15 Shown

4884-21 Shown
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Side Panels for 48" Double Wide Frames
• For 84" high frames
• For 32" or 36" deep frames
• Solid and vented side panels lock for security 
• Sold in sets of two

4584-32 Shown

4484-32  Solid Side Panels for 48" double wide Frame 32 x 3/4 x 84  (inches) 54 lbs.       
For use with 32" deep frames, Set of two 81 x 2 x 213 (cm)                                    24 kg.

4584-32  Vented Side Panels for 48" double wide Frame 32 x 3/4 x 84  (inches) 54 lbs.      
For use with 32" deep frames, Set of two 81 x 2 x 213 (cm)                                    24 kg.

4484-36  Solid Side Panels for 48" double wide Frame 36 x 3/4 x 84  (inches) 59 lbs.   
For use with 36" deep frames, Set of two 91 x 2 x 213 (cm)                                    27 kg.

4584-36  Vented Side Panels for 48" double wide Frame 36 x 3/4 x 84  (inches) 59 lbs.       
For use with 36" deep frames, Set of two 91 x 2 x 213 (cm)                                    27 kg.

Side Panels Description W x D x H Weight     

84
"  

HE
IG

HT
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Power Strip   Description Weight Plug Type

Power Strips

60" VERTICAL MOUNT POWER STRIPS FOR ALL FRAME SIZES

4260-00 Shown

19" Rack Mount POWER STRIPS FOR 25" FRAMES

4219-60 Shown

4219-60 19" power strip, with 6 outlets 5 lbs. 
15 AMP/125V with on/off switch, front outlets 2 kg.

4219-61 19" power strip, with 6 outlets 5 lbs. 
15 AMP/125V with on/off switch, surge protector and front outlets 2 kg.

4219-62 19" power strip, with 6 outlets 5 lbs. 
15 AMP/125V with on/off switch, surge protector and rear outlets 2 kg.

Power Strip Description Weight

4260-00  60" power strip, with 10 outlets 10 lbs.      
15 AMP/125V with on/off switch 5 kg.

4260-01  60" power strip, with 10 outlets 10 lbs. 
20 AMP/125V with on/off switch 5 kg.

4260-02 60" power strip, with 10 outlets 10 lbs. 
15 AMP/125V with on/off switch and L5-15P twist lock plug 5 kg.

4260-03 60" power strip, with 10 outlets 10 lbs. 
20 AMP/125V with on/off switch and L5-20P twist lock plug 5 kg.

4260-04  60" power strip, with 10 outlets 10 lbs.
15 AMP/125V without on/off switch 5 kg.

23" Rack Mount POWER STRIPS FOR 29" FRAMES

4223-60 23" power strip, with 6 outlets 6 lbs.       
15 AMP/125V w/on/off switch, front outlets 3 kg.

4223-61 23" power strip, with 6 outlets 6 lbs. 
15 AMP/125V with on/off switch, surge protector and front outlets 3 kg.

4223-62 23" power strip, with 6 outlets 6 lbs.
15 AMP/125V with on/off switch, surge protector and rear outlets 3 kg.

Power Strip Description Weight

Mounting Detail

Receptacles can be 
positioned facing front

interior or rear of cabinet
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10" Fan

Fan        Description Weight

4200-60  10" Fan, 550 CFM 10 lbs.
For use with all Top Panels 4 kg.

Fans

• For 19" rack mount

• Provides additional strain relief at rear of 
distribution rack for horizontal wiring cables
terminated to modular patch panels

• Maintains pertinent bend radius of horizontal 
Category 5 cable

•  D-Ring vertical cable managers for rack mount rails 

CABLE SUPPORT BAR

D-RING CABLE MANAGER

4200-03 Shown

Cable Management

D-Ring Description Weight

4200-01 Single D-Ring Manager (Set of 4) 3 lbs. 
13/4 x 31/2 (inches) 1 kg.

4200-02  Auxiliary D-Ring Manager (Set of 4) 4 lbs. 
37/8 x 47/8 (inches) 2 kg.

Support Bar Description Weight

4200-03 Cable Support Bar 3 lbs.  
1 kg.

4200-04 Cable Support Bar with Two single D-ring managers (4200-01) 3 lbs. 
1 kg.

• For 19" rack mount

• Combination cable organizers achieve Category 5 
performance

• Eliminate cable stress

• Keep cable jackets intact up to the terminal block

• Maintain twist & bend radius specifications

• Cable ties not needed

COMBINATION CABLE ORGANIZERS

4200-08 Shown 4200-09 Shown

Combination Organizer Description Weight

4200-08 Combination Cable Organizer 4 lbs. 
2 kg.

4200-09 Combination Cable Organizer and four single     1 lbs. 
D-Ring managers (4200-01) .5 kg.

4200-02 Shown

37/8”

47/8”

13/4”

31/2”

4200-01 Shown
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• For 19" rack mount

• Used for bulk routing patch cords between
bays

INTERBAY ORGANIZERS

4200-13 Shown

Cable Management

Interbay Organizer Description Weight   

4200-10 Interbay Organizer: 1 1/2" x 3 1/2" / 4 cm x 9 cm 4 lbs. 
2 kg.

4200-13 Interbay Organizer: 3" x 3 1/2"/ 8 cm x 9 cm 6 lbs. 
3 kg.

Patch Cord Organizer Description W x D Weight

4200-11 Patch Cord Organizer #1     3 3/4" x 1 3/4" 6 lbs. 
3 1/2" High 10 cm x 4 (cm) 3 kg.

4200-12 Patch Cord Organizer #2  3 3/4" x 1 3/4" 6 lbs. 
1 3/4" High 10 cm x 4(cm) 3 kg.

4200-10 Shown

• For horizontal and vertical front  side cable 
management

•  Simplify tracing, identifying, and re-routing 
patch cords 

PATCH CORD ORGANIZERS

4200-11 Shown 4200-12 Shown

• For 19" rack  mount

• For horizontal and vertical front-side cable 
management

• D-Rings can be attached to cable management 
panels

• Available tapped or slotted

CABLE MANAGEMENT PANELS

CABLE MANAGEMENT CINCH STRAPS
• VELCRO© cinch straps attach to shelves to  secure cables
inside

4200-14  Shown

4200-15 Shown

4200-18 Shown

Panel Description Weight

4200-14 19" Horizontal Tapped Panel 5 lbs.  
2 kg.

4200-15 19" Horizontal Slotted Panel 11 lbs. 
5 kg.

Panel Description W x H Weight

4219-10 Rack  Cabling Managers 19 x 1 3/4 " 5 lbs. 
For 19" Rack Mount 48 x 4 (cm) 2 kg.

4223-10 Rack  Cabling Managers 23 x 1 3/4 " 8 lbs. 
For 23" Rack Mount 58 x 4 (cm) 4 kg.

Straps Description Weight

4200-18 12" Cable Management Cinch Strap N/A

• Used to organize horizontal cabling

• Available in black only 

RACK CABLING MANAGERS

4219-10 Shown
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21/8"

Shelf Description W x D x H Weight  
4225-27  Fixed Shelf for 48" double wide Frame, For use with 26"        179/16 x 171/2 x 13/8 (inches) 12 lbs.  

deep frames, Weight Capacity 500 lbs./277 kg.        45 x 44 x 4 (cm)                     5 kg.
4225-28  Fixed Shelf for 48" double wide Frame, For use with 32"/36" 179/16 x 231/2 x 13/8 (inches) 14 lbs.  

deep frames, Weight Capacity 500 lbs./277 kg.         45 x 60 x 4 (cm)                     6 kg. 
4225-41  Fixed Shelf for 48" double wide Frame, For use with 32"/36" 179/16 x 271/2 x 13/8 (inches) 17 lbs. 

deep frames, Weight Capacity 500 lbs./277 kg.          45 x 70 x 4(cm)                      7.5 kg.
4225-24  Econo-Shelf for 48" double wide Frame, For use with 36" 179/16x193/8 x 55/16 (inches) 12 lbs.

deep frames, Weight Capacity 60 lbs./136 kg.              44 x 49 x 14 (cm)                  7 kg.

Fixed Shelves For 48" Double Wide Frames
For 19" Rack Mount

• For 32" or 36" deep frames

• Vented for continuous airflow 

• Comes with horizontal cable VELCRO© straps

• 500 lb weight capacity

• Comes standard with #10-32 square hole
and round hole hardware

• Two sets of rails are required to mount 

shelves in all LANPRO Cabinets (except 4225-24) 4225-41 Shown

Swivel Keyboard For 48" Double Wide Frames
For 19" Rack Mount

• For 32" or 36" deep frames 

• Comes standard with #10-32 square hole
and round hole hardware

• Two sets of rails are required to mount rollout

shelves in all LANPRO Cabinets(except 4225-24)

Swivel Keyboard Tray       Description W x D x H Weight    

4225-37  19" Swivel Keyboard Tray , For use with 32"/36"              1613/16 x 24 x 31/2 (inches) 12 lbs.  
deep frames, with Mouse Pad 43 x 61 x 9 (cm)                     5 kg.      

4225-37 Shown

• Heavy duty casters for use with 25", 29", and 48" frames

• Set of four 

Casters

Casters Description Height / cm Weight

4200-70 Casters for 25", 29", and 48" Frames    4 1/16  x 2 9/16 15 lbs. 
Weight Capacity 2400 lbs/363 kg. , (Set of four)  10 cm x 7 cm 7 kg. 4200-70 Shown
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Roll-out Shelf   Description W x D x H Weight  

4225-36  Roll-out Shelf for 48" double wide Frame, For use with 32/36" 167/8 x 231/2 x 13/8 (inches) 18 lbs.  
deep frames, Weight Capacity 65 lbs./29 kg.               42 x 60 x 4  (cm)                   8 kg.

4225-30  Roll-out Shelf for 48" double wide Frame, For use with 26"  167/8 x 171/2 x 13/8(inches) 14 lbs.  
deep frames, Weight Capacity 80 lbs./36 kg.               42 x 44 x 4 (cm)                    6kg.

4225-32  Roll-out Shelf for 48" double wide Frame, For use with 36" 165/8 x 271/2 x 23/4(inches)  30lbs.  
deep frames, Weight Capacity 150 lbs./68 kg.            42 x 70 x 7 (cm)                   14 kg.      

4225-33  Roll-out Shelf for 48" double wide Frame, For use with 26" 165/8 x 171/2 x 23/4 (inches) 24 lbs.  
deep frames, Weight Capacity 150 lbs./68 kg.             42 x 44 x 7(cm)                    11 kg.

4225-34  Roll-out Shelf for 48" double wide Frame, For use with 32" 165/8x 231/2 x 23/4   (inches) 28 lbs.  
deep frames, Weight Capacity 150 lbs./68 kg.             42 x 60 x 7 (cm)                   13 kg. 

4225-35  Roll-out Shelf for 48" double wide Frame, For use with 36" 153/4 x 271/2 x 23/4 (inches) 47 lbs.  
deep frames, Weight Capacity 300 lbs./136 kg.           40 x 70 x 7 (cm)                   21 kg.

Roll-out Shelves for 48" Double Wide Frames
For 19" Rack Mount 

• For 32" or 36" deep frames

• Vented for continuous airflow 

• Comes with cable management guides

• Offered in four weight capacities:
65 lbs
80 lbs
150 lbs
300 lbs

• Comes standard with #10-32 square hole
and round hole hardware

• Two sets of rails are required to mount 

rollout shelves in all LANPRO Cabinets

4225-30 Shown

Fan Shelves for 48" Double Wide Frames
For 19" Rack Mount 

• For 32" or 36" deep frames

• Comes standard with #10-32 square hole
and round hole hardware

• Two sets of rails are required to mount 

fan shelves in all LANPRO Cabinets
4225-67 Shown

w/ 4225-60 installed

4225-60 Shown

4225-61 Shown

Fan Shelf Description W x D x H        Weight    

4225-60  Fan Panel For 48" double wide Frame 20 5/8 x 6 1/2 x 13/8 (inches) 12 lbs.
Includes 3 fans 53 x 17 x 4 (cm)                   6 kg. 

4225-61 Filler Panel For 48" double wide Frame 20 5/8 x 6 1/2 (inches) 4 lbs. 
53 x 17 (cm)                        2 kg.

4225-66  Fan Frame For 48" double wide Frame, For use with 32"/36" 19 x 27 x 13/4 (inches)       8 lbs.   
deep frames, Frame only 48 x 69 x 4 (cm)                  4 kg.

4225-67  Fan Frame For 48" double wide Frame, For use with 26"        19 x 201/2 x 13/4 (inches)    6 lbs.   
deep frames, Frame only 48 x 52 x 4 (cm)                  3 kg.

48
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48" Wide LANPRO Frames

•  #10-32 square hole rails included (Not 
shown)

•  Unique welded “O” frame is designed for 
superior strength

•  Available in two depths - 32" or 36"  

•  Available in 84" height

•  Rail requirements:
2 sets of 45 RU Rails = 84" height

•  Weight capacity 2000 lbs per frame

• Interior clearance = frame depth minus 21/2"

•  Rail adjustment = frame depth minus 41/2"

•  Comes with ganging hardware for attaching 
additional frames

•  Designed for ganged cabinet configurations

•  For free standing equipment 

•  No rack mount capabilities

4836-40 Shown

4832-40    48" wide LANPRO Frame A depth of 32"      48 x 32 x 84 (inches) 280 lbs. 

#10-32 Sqare Hole Rails included  122 x 81 x 213 (cm) 127 kg.

4836-40    48" wide LANPRO Frame A depth of 36"     48 x 36 x 84 (inches) 288 lbs. 

#10-32 Sqare Hole Rails included   122 x 91 x 213 (cm) 131 kg.

Frame  Description W x D x H Weight           

84
" H

IG
H
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Front Doors for 48" Wide Frames

• For 84" high frames 

• Doors lock for security

• Smoked acrylic plexiglass

• Available with solid or vented doors

• Keyed alike unless specified as individually 
keyed

• Sold in sets of two

• Not to be used with 48" Double Wide 
Units

4884-10  Solid Front Doors for 48" wide Frame 21 1/4  x 1 1/2  x 79 3/4 (inches) 90 lbs.        
Set of two 54 x 4 x 203 (cm)                                    41 kg.

4884-11  Vented Front Doors for 48" wide Frame 21 1/4  x 1 1/2  x 79 3/4 (inches) 90 lbs.        
Set of two 54 x 4 x 203 (cm)                                    41 kg.

Front Doors  Description W x D x H Weight      

Rear Doors for 48" Wide Frames

• For 84" high frames 

• Doors lock for security

• Available with solid or vented doors

• Keyed alike unless specified as individually 
keyed

• Sold in sets of two

4884-20  Solid rear doors for 48" wide Frame 20 3/4  x 1 1/2  x 79 3/4 (inches) 90 lbs.        
Set of two 54 x 4 x 203 (cm)                                     41 kg.

4884-21  Vented rear doors for 48" wide Frame 20 3/4  x 1 1/2  x 79 3/4 (inches) 90 lbs.        
Set of two 54 x 4 x 203 (cm)                                     41 kg.

Rear Doors   Description W x D x H Weight     

84
" H

IG
H

84
" H

IG
H

4884-11 Shown

4884-21 Shown
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Side Panels for 48" Wide Frames

4484-32 Shown

• For 84" high frames

• For 32" or 36" deep frames

• Solid and vented side panels lock for security 

• Sold in sets of two

• For use with all Frames

4484-32 Solid Side Panels for 48" wide Frame 32 x 3/4 x 84  (inches) 54 lbs.        
For use with 32" deep frames, Set of two 81 x 2 x 213 (cm)                                    24 kg.

4584-32 Vented Side Panels for 48" wide Frame 32 x 3/4 x 84  (inches) 54 lbs.        
For use with 32" deep frames, Set of two 81 x 2 x 213 (cm)                                    24 kg.

4484-36 Solid Side Panels for 48" wide Frame 36 x 3/4 x 84  (inches) 59 lbs.        
For use with 36" deep frames, Set of two 91 x 2 x 213 (cm)                                    27 kg.

4584-36 Vented Side Panels for 48" wide Frame 36 x 3/4 x 84  (inches) 59 lbs.        
For use with 36" deep frames, Set of two 91 x 2 x 213 (cm)                                    27 kg.

Side Panels  Description W x D x H Weight     

84
"  

HE
IG

HT
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Power Strip   Description Weight Plug Type

Power Strips

60" VERTICAL MOUNT POWER STRIPS FOR ALL FRAME SIZES

4260-00 Shown

4260-00  60" power strip, with 10 outlets 10 lbs.      
15 AMP/125V with on/off switch 5 kg.

4260-01  60" power strip, with 10 outlets 10 lbs. 
20 AMP/125V with on/off switch 5 kg.

4260-02 60" power strip, with 10 outlets 10 lbs. 
15 AMP/125V with on/off switch and L5-15P twist lock plug 5 kg.

4260-03 60" power strip, with 10 outlets 10 lbs. 
20 AMP/125V with on/off switch and L5-20P twist lock plug 5 kg.

4260-04  60" power strip, with 10 outlets 10 lbs.
15 AMP/125V without on/off switch 5 kg.

Mounting Detail

10" Fan

Fan        Description Weight

4200-60  10" Fan, 550 CFM 10 lbs.
For use with all Top Panels 4 kg.

Fans

•  D-Ring vertical cable managers for Rack Mount rails 
D-RING CABLE MANAGER

Cable Management

D-Ring Description Weight

4200-01 Single D-Ring Manager (Set of 4) 3 lbs. 
13/4 x 31/2 (inches) 1 kg.

4200-02  Auxiliary D-Ring Manager (Set of 4) 4 lbs. 
37/8 x 47/8 (inches) 2 kg.

52

4200-02 Shown

37/8”

47/8”

13/4”

31/2”

4200-01 Shown

Receptacles can be 
positioned facing front

interior or rear of cabinet
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4248-26    Fixed Shelf for 48" wide frames, For use with 32"/36" deep frames 40 9/16 x 23 1/2 x 1 3/8 (inches) 27lbs.   
Weight Capacity is 150 lbs./68 kg. 103 x 60 x 4 (cm) 12 kg.

4248-31     Fixed Shelf for 48" wide frames, For use with 32"/36" deep frames  40 9/16 x 27 1/2 x 1 3/8 (inches) 32 lbs.  
Weight Capacity is 150 lbs./34 kg. 103 x 70 x 4 (cm) 15 kg.

4248-27     Fixed Shelf for 48" wide frames, For use with 32"/36" deep frames  40 9/16 x 23 1/2 x 1 3/8   (inches) 31 lbs.
Weight Capacity is 500 lbs./22 kg. 103 x 60 x 4 (cm) 14 kg.

4248-32     Fixed Shelf for 48" wide frames, For use with 32"/36" deep frames  40 9/16 x 27 1/2 x 1 3/8 (inches) 36 lbs.  
Weight Capacity is 500 lbs./277 kg. 103 x 70 x 4 (cm) 16 kg.

Fixed Shelves For 48" Wide Frames
• For 32" or 36" deep frames

• Vented for continuous airflow 

• Comes with horizontal cable VELCRO© straps

• Offered in two weight capacities:
150 lbs
500 lbs

4248-26 Shown

Fixed Shelf Description W x D x H Weight   

• Heavy duty casters for use with 25", 29", and 48" frames

• Set of four 

CASTERS FOR 25", 29", AND 48" LANPRO FRAMES

Casters

Casters Description Height / cm Weight

4200-70 Casters for 25", 29", and 48" Frames    4 1/16  x 2 9/16 15 lbs. 
Weight Capacity 2400 lbs/363 kg. , (Set of four)  10 cm x 7 cm 7 kg.

4200-70 Shown

Roll-out Shelves for 48" Wide Frames
• Roll-out shelves 

• For 32" or 36" deep frames

• Vented for continuous airflow 

• Include cable management guides 

• Comes in four weight capacities:
150 lbs
300 lbs
400 lbs

4248-28 Shown

4248-28     Roll-out Shelf  for 48" wide Frame, For use with 32" deep frames         39 9/16 x 23 1/2 x 2 3/4 (inches) 46 lbs.   
Weight Capacity is 150 lbs./68 kg. 101 x 60 x 7 (cm) 21 kg.

4248-33  Roll-out Shelf  for 48" wide Frame, For use with 32"/36" deep  frames 39 9/16 x 27 1/2 x 2 3/4 (inches) 34 lbs.   
Weight Capacity is 150 lbs./68 kg. 101 x 70 x 7 (cm) 15 kg.

4248-34     Roll-out Shelf  for 48" wide Frame, For use with 32"/36" deep  frames 38 11/16 x 27 1/2 x 2 3/4 (inches) 38 lbs.   
Weight Capacity is 300 lbs./277 kg. 99 x 70 x 7 (cm) 17 kg 

4248-29     Roll-out Shelf  for 48" wide Frame, For use with 32" deep frames 38 11/16 x 23 1/2 x 2 3/4 (inches) 38 lbs.   
Weight Capacity is 400 lbs./227 kg. 99 x 60 x 7 (cm) 17 kg.

Roll-Out Shelf Description W x D x H Weight   

53
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4500-50    25" Wide 2 door Preconfigured Co-Location Cabinet 25 x 36 x 84 (inches) 261 lbs. 
64 x 91 x 213 (cm) 118 kg.

4500-51    25" Wide 3 door Preconfigured Co-Location Cabinet 25 x 36 x 84 (inches) 305 lbs. 
64 x 91 x 213 (cm) 138 kg.

Preconfigured Cabinets    Description W x D x H Weight           

Preconfigured Co-Location

•  Preconfigured Co-Location Cabinets Include:
(2 door) 2 sets of 2 #10-32 square hole rails (22RU)
(3 door) 3 sets of 2 #10-32 square hole rails (14RU)
(1) Bottom panel
Co-Location vented front doors
Co-Location horizontal security panels
Horizontal rack mount rail brackets
Co-Location top panel
Co-Location isolated vertical cable management

•  Preconfigured Co-Location Cabinets are 25" x 36" x 84"

•  Weight capacity 2000 lbs per frame

• Interior clearance = frame depth minus 21/2"

•  Comes with ganging hardware for attaching 
additional frames

•  Preconfigured Co-Location Cabinets Do 

Not Include Side Panels, Rear Doors, or Power Strips
4500-50 Shown

4500-51 Shown
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Co-Location Components

•  Order one of the following frames:
4832-19
4836-19
4832-23
4836-23

Then add Co-Location components to fit your  
needs

• Available in two depths -32" or 36"  

• Available in 84" height

•  Rail options 
22 rack units high = 2 Door
14 rack units high = 3 Door 

•  Weight capacity 2000 lbs per frame

• Interior clearance = frame depth minus 21/2"

•  Rail adjustment = frame depth minus 41/2"

•  Comes with ganging hardware for attaching 
additional frames

4832-19      25" wide LANPRO Frame - A depth of 32"     25 x 32 x 84 (inches)   164 lbs.         
For  19" Rack Mount 64 x 81 x 213 (cm)                74 kg.

4836-19      25" wide LANPRO Frame - A depth of 36" 25 x 36 x 84 (inches) 170 lbs.         
For  19" Rack Mount 64 x 91 x 213 (cm)                 77 kg.         

25" Co-Location Cabinets    Description W x D x H Weight       

4832-23      29" wide LANPRO Frame - A depth of 32"   29 x 32 x 84 (inches) 176 lbs.         
For 23” or 19" Rack Mount 74 x 81 x 213 (cm)                    80 kg.

4836-23   29" wide LANPRO Frame - A depth of 36"   29 x 36 x 84 (inches) 184 lbs.         
For 23" or 19" Rack Mount 74 x 91 x 213 (cm)                    83 kg.

29" Co-Location Cabinets    Description W x D x H Weight       
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Rails ALL LANPRO RAILS MEET EIA* STANDARDS

Rails    Description H (in) / H (cm) For Frame Size  Weight    

84
" H

84
" H

84
" H

4238-10  385/8" Tapped Rails - 22 Rack Mount Units 385/8 (inches)   84 (inches)            8 lbs.        
# 10-32 thread 98 (cm)                213 (cm)                       4 kg.

4224-10  245/8" Tapped Rails - 14 Rack Mount Units 245/8 (inches)   84 (inches)            8 lbs.     
# 10-32 thread 62 (cm)                183 (cm)                       4 kg.

TAPPED RAILS #10-32
*(ELECTRICAL INDUSTRY ASSOCIATION)

• Used for 19" or 23" rack mount equipment frames

• Rails sold in sets of two

• Rails threaded to accept 10-32 mounting hardware

• Horizontal brackets required for 22RU and 14RU rails

• Available in black only

SQUARE HOLE w/CLIP-IN NUT RETAINERS, #10-32 THREAD
• Use for 19" or 23" rack mount equipment frames

• Rails are sold in sets of two

• Horizontal brackets required for 22RU and 14RU rails

• Available in black only 

4238-11  385/8" Square Hole Rails - 22 Rack Mount Units 385/8 (inches)   84 (inches)            6 lbs.        
# 10-32 threaded clip-in nut retainers and screws 98 (cm)                213 (cm)                       3 kg.

4224-11  245/8" Square Hole Rails - 14 Rack Mount Units 245/8 (inches)   84 (inches)            5 lbs.        
#10-32 threaded clip-in nut retainers and screws 79 (cm)                183 (cm)                       2 kg.

Rails Description H (in) / H (cm) For Frame Size  Weight    

ROUND HOLE w/CLIP ON RETAINERS, #10-32 THREAD
• Use for 19" or 23" rack mount equipment frames

• Rails are sold in sets of two

• Horizontal brackets required for 22RU and 14RU rails

• Available in black  only 

4238-16  385/8" Round hole rail - 22 Rack Mount Units 385/8 (inches) 84 (inches)             9 lbs.       
#10-32 threaded clip-on retainers and screws 94 (cm)                213 (cm)                       4 kg.

4224-16  245/8" Round hole rail - 14 Rack Mount Units 245/8 (inches)  84 (inches)            5 lbs.      
#10-32 threaded clip-on retainers and screws 79 (cm)                183 (cm)                       2 kg.

Rails Description H (in) / H (cm) For Frame Size  Weight    

• Use for 19" or 23" rack mount equipment frames

• Rails are sold in sets of two

• Horizontal brackets required for 22RU and 14RU rails

• Available in black only 

SQUARE HOLE w/CLIP-IN NUT RETAINERS, #12-24 THREAD

4238-18  385/8" Square hole rail - 22 Rack Mount Units     385/8 (inches)  84 (inches)            7 lbs.      
#12-24 threaded clip-in nut  retainers and screws 98 (cm)                213 (cm)                       3 kg. 

4224-18  245/8" Square hole rail - 14 Rack Mount Units 245/8 (inches)   84 (inches)            5 lbs.        
#12-24 threaded clip-in nut  retainers and screws 62 (cm)               183 (cm)                       2 kg.

Rails Description H (in) / H (cm)For Frame Size  Weight    

84
" H
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Rails
SQUARE HOLE RAILS w/ CLIP-IN NUT RETAINERS, #M6X1 (Compaq Rackmount) THREAD

• Use for 19" or 23" rack mount equipment frames

• Rails are sold in sets of two

• Metric Clip-In Nut Retainers and screws

• Horizontal brackets required for 22RU and 14RU rails

• Available in black only 

4238-20  385/8" Square hole rail - 22 Rack Mount Units 385/8 (inches)   84 (inches)           7 lbs.       
#M6X1 threaded clip-in nut  retainers  and screws      98 (cm)                213 (cm)                       3 kg. 

4224-20  245/8" Square hole rail - 14 Rack Mount Units 245/8 (inches)   84 (inches)           5 lbs.       
#M6X1 threaded clip-in nut retainers and screws 62 (cm)               183 (cm)                       2 kg.

Rails Description H (in) / H (cm) For Frame Size  Weight   

HP RAILS W/ THREADED CLIP-ON NUT RETAINERS, #10-32 THREAD

4238-31  385/8" HP Round hole rail-22 Rack Mount Units  385/8 (inches)   84 (inches)           7 lbs.        
#10-32 threaded clip-on retainers and screws 98 (cm)                213 (cm)                       3 kg. 

4224-31  245/8" HP Round hole rail-14 Rack Mount Units 245/8 (inches)   84 (inches)           5 lbs.        
#10-32 threaded clip-on retainers and screws 62 (cm)                183 (cm)                       2 kg.

Rails Description H (in) / H (cm) For Frame Size  Weight   

4200-51  Bag of (32) #10-32 Square Hole Clip-in Nuts and Screws
4200-52  Bag of (32) #10-32 Round Hole Clip-on Nuts and Screws
4200-53  Bag of (32) #12-24 Square Hole Clip-in Nuts and Screws
4200-54  Bag of (32) #M6X1 Square Hole Clip-in Nuts and Screws

Hardware Description

84
" H

84
" H

4501-26    26" Horizontal Bracket                     3 lbs.

Set of 2 1 kg.

4501-32    32" Horizontal Bracket                     4 lbs. 

Set of 2 2 kg.

4501-36    36" Horizontal Bracket                    4 lbs. 

Set of 2 2 kg.

Horizontal Bracket   Description Weight         

4501-26 Shown
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4732-03    25" Wide Co-Location Top Panel         25 x 32 (inches) 20 lbs.

For 32" deep      64 x 81 (cm) 10 kg.

4736-03    25" Wide Co-Location Top Panel         25 x 36 (inches) 22 lbs.

For 36" deep      64 x 91 (cm) 11 kg.

4832-03    29" Wide Co-Location Top Panel         29 x 32 (inches) 21 lbs.

For 32" deep      74 x 81 (cm) 10 kg.

4836-03    29" Wide Co-Location Top Panel         29 x 36 (inches) 23 lbs.

For 36" deep      74 x 91 (cm) 11 kg.

Top Panel   Description W x H Weight           

25
" T

OP
PA

NE
L

29
" T

OP
PA

NE
L

Co-Location Top Panels

Co-Location Security Shelf Panels

4250-32    25" x 32" Security Shelf Panel           25 x 32 (inches) 16 lbs. 

64 x 81 (cm) 8 kg.

4250-36    25" x 36" Security Shelf Panel           25 x 36 (inches) 17 lbs. 

64 x 91 (cm) 8 kg.

4290-32    29" x 32" Security Shelf Panel           29 x 32 (inches) 19 lbs. 

74 x 81 (cm) 9 kg.

4290-36    29" x 36" Security Shelf Panel           29 x 36 (inches) 20 lbs. 

74 x 91 (cm) 10 kg.

Security Panels   Description W x H Weight           

4250-32 Shown
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Co-Location Rear Doors

Co-Location Front Doors

4510-00    25" Wide 1/3 height Vented Rear Door 21 x 26 (inches) 15 lbs. 

53 x 66 (cm) 7 kg.

4510-01    25" Wide 1/3 height Rear Fan Door 21 x 26 (inches) 30 lbs. 

Includes 3 fans 53 x 66 (cm) 15 kg.

4910-00    29" Wide 1/3 height Vented Rear Door 25 x 26 (inches) 20 lbs. 

64 x 66 (cm) 5 kg.

4910-01    29" Wide 1/3 height Rear Fan Door 25 x 26 (inches) 35 lbs. 

Includes 3 fans       64 x 66 (cm) 16 kg.

4510-02    25" Wide 1/2 height Vented Rear Door 21 x 40 (inches) 22 lbs. 

53 x 102 (cm) 11 kg.

4510-03    25" Wide 1/2 height Rear Fan Door 21 x 40 (inches) 37 lbs. 

Includes 3 fans 53 x 102 (cm) 18 kg.

4910-02    29" Wide 1/2 height Vented Rear Door 25 x 40 (inches) 25 lbs. 

64 x 102 (cm) 12 kg.

4910-03    29" Wide 1/2 height Rear Fan Door 25 x 40 (inches) 40 lbs. 

Includes 3 fans 64 x 102 (cm) 20 kg.

Rear Doors   Description W x H Weight           

1/
3 

HE
IG

HT
1/

2 
HE

IG
HT

4500-01    25" Wide 1/3 height Vented Front Door 21 x 26 (inches) 15 lbs. 
53 x 66 (cm) 7 kg.

4900-01    29" Wide 1/3 height Vented Front Door 25 x 26 (inches) 20 lbs. 
64 x 66 (cm) 10 kg.

4500-03    25" Wide 1/2 height Vented Front Door 21 x 40 (inches) 22 lbs. 
53 x 102 (cm) 11 kg.

4900-03    29" Wide 1/2 height Vented Front Door 25 x 40 (inches) 25 lbs. 
64 x 102 (cm) 12 kg.

Front Doors   Description W x H Weight           

4500-03 Shown
Front Doors Only

4500-01 Shown
Front Doors Only
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Side Panels for Co-Location Cabinets
• For 84" high frames
• For 32" or 36" deep frames
• Solid side panels lock for security 
• Sold in sets of two

4484-32 Shown

4484-32  Solid Side Panels for Co-Location Cabinets    32 x 3/4 x 84  (inches) 54 lbs.       
For use with 32" deep frames, Set of two 81 x 2 x 213 (cm)                                    24 kg.

4484-36  Solid Side Panels for Co-Location Cabinets    36 x 3/4 x 84  (inches) 59 lbs.   
For use with 36" deep frames, Set of two 91 x 2 x 213 (cm)                                    27 kg.

Side Panels Description W x D x H Weight     

84
"  

HE
IG

HT

Power Strip   Description Weight Plug Type

Power Strips

60" VERTICAL MOUNT POWER STRIPS FOR ALL FRAME SIZES

4260-00 Shown

4260-00  60" power strip, with 10 outlets 10 lbs.      
15 AMP/125V with on/off switch 5 kg.

4260-01  60" power strip, with 10 outlets 10 lbs. 
20 AMP/125V with on/off switch 5 kg.

4260-02 60" power strip, with 10 outlets 10 lbs. 
15 AMP/125V with on/off switch and L5-15P twist lock plug 5 kg.

4260-03 60" power strip, with 10 outlets 10 lbs. 
20 AMP/125V with on/off switch and L5-20P twist lock plug 5 kg.

4260-04  60" power strip, with 10 outlets 10 lbs.
15 AMP/125V without on/off switch 5 kg.

Mounting Detail

60

Co-Location (Internal) Vertical Security Side Panels

4832-04    Solid Vertical Divider Security Panel         32 x 84 (inches) 50 lbs.

81 x 213 (cm) 25 kg.

4836-04    Solid Vertical Divider Security Panel         36 x 84 (inches) 55 lbs.

91 x 213 (cm) 27 kg.

Security Panel   Description W x H Weight  

• Used for ganging Co-Location cabinets for individual bay security

Receptacles can be 
positioned facing front

interior or rear of cabinet



Co
-L

oc
at

io
n 

Co
m

po
ne

nt
s

Power Strips

Cable Management

19" Rack Mount POWER STRIPS FOR 25" FRAMES

4219-60 Shown

4219-60 19" power strip, with 6 outlets 5 lbs. 
15 AMP/125V with on/off switch, front outlets 2 kg.

4219-61 19" power strip, with 6 outlets 5 lbs. 
15 AMP/125V with on/off switch, surge protector and front outlets 2 kg.

4219-62 19" power strip, with 6 outlets 5 lbs. 
15 AMP/125V with on/off switch, surge protector and rear outlets 2 kg.

Power Strip Description Weight

23" Rack Mount POWER STRIPS FOR 29" FRAMES

4223-60 23" power strip, with 6 outlets 6 lbs.       
15 AMP/125V w/on/off switch, front outlets 3 kg.

4223-61 23" power strip, with 6 outlets 6 lbs. 
15 AMP/125V with on/off switch, surge protector and front outlets 3 kg.

4223-62 23" power strip, with 6 outlets 6 lbs.
15 AMP/125V with on/off switch, surge protector and rear outlets 3 kg.

Power Strip Description Weight

22" VERTICAL POWER STRIPS

4222-00 22" vertical power strip, with 8 outlets, Co-Location 6 lbs.       
15 AMP w/on/off switch 3 kg.

4222-01 22" vertical power strip, with 8 outlets, Co-Location 6 lbs.       
15 AMP w/on/off switch, Twist Lock plug 3 kg.

4222-02 22" vertical power strip, with 8 outlets, Co-Location 6 lbs.       
20 AMP w/on/off switch 3 kg.

4222-03 22" vertical power strip, with 8 outlets, Co-Location 6 lbs.       
20 AMP w/on/off switch, Twist Lock plug 3 kg.

Power Strip Description Weight

4502-00    Vertical Cable Management, Includes 1 Isolated Cable Channel 25 lbs.

For 2 door, 1/2 Height Channel 12 kg.

4503-00    Vertical Cable Management, Includes 2 Isolated Cable Channels 20 lbs.

For 3 door, 1/3 and 2/3 Height Channel     10 kg.

Cable Management   Description Weight           
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84" high frame
Interior clearance 80"

72" high frame
Interior clearance 68"

No roll-out shelves
above this point

25" Wide 29" Wide 48" Wide 25" Double Wide w/center
divider for 19" Rack Mount

Go configure! Draw in shelves and spacing for Rack Mount equipment 

Fixed Shelf 2

Roll-out Shelf 2 

LANPRO Shelves    =  Rack Mount Units

1 RU = 1 3/4"
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EXPRESS LIMITED WARRANTY

EDP warrants LANPRO to be free from defects in materials and workmanship for a lifetime. Mechanical parts are covered under a two year warranty, subject to normal wear and tear. If you
believe an EDP product is defective, please contact EDP or an authorized EDP representative immediately.  If it is determined that the product is defective and has not been abused or 
modified by the user, EDP will promptly arrange for a replacement.  The defective product should be returned to EDP. This warranty is in lieu of all other warranties, expressed, implied or 
statutory.  In no event shall EDP be liable for any incidental or consequential damages.

FREIGHT & SHIPPING POLICY

POLICY
EDP will make its shipments F.O.B. (Freight on Board) origin, freight prepaid and charged back.  If EDP receives a discount on freight, the discount will be passed along to the EDP customer.
If, subsequent to the original freight billing to EDP, the carrier makes any adjustment to the charges, such adjustment will become the expense or credit of EDP’s customer.

If deemed reasonable and appropriate, EDP will purchase transportation insurance.  The expense of the insurance will be included in the freight charges.  Such insurance would most likely be
purchased for large value, small volume shipments made by carriers such as expedited air freight or UPS.

FREIGHT DAMAGE
EDP packaging always meets or exceeds C.F.C. (Certified Freight Carrier) specifications; however, occasional damage during transportation is inevitable.  Although the EDP customer owns the
goods in transit, EDP feels that it can best resolve disputes regarding loss and damage in shipment.  However, EDP cannot accomplish this without the customer’s assistance.  Therefore, it is
important that the customer do the following:

1. Promptly note on the freight bill or delivery receipt any apparent or visible damage or shortage.

2. Promptly unpack all merchandise to inspect for any concealed damage.

3. On discovery of any damage, save all cartons and packing material.  Claims against the freight carriers are not valid without the packaging.

4. Within seven days from delivery, contact EDP or an authorized EDP representative to report the damage and to supply any pertinent information.

5. Arrange an on site inspection of damaged goods with EDP.

PRICING
All orders are subject to acceptance by EDP at its offices in Broomfield, Colorado.  All orders will be accepted at prices in effect at the time the order is received.  EDP reserves the right to
make changes in its suggested list prices without notice.  However, EDP will advise its resellers and/or customers of changes in suggested list prices at least 30 days prior to the effective date
of change.
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TERMS
EDP’s terms are net 20 days from date of invoice; no cash discount is allowed.  Unpaid invoices accrue a finance charge of 1-1/2% per month (18% per annum) if payment is more than
10 days past due.  If any legal action is necessary for collection, court costs and reasonable attorney fees will be included in EDP ‘s claim for damages.

MINIMUM ORDER
EDP does not accept orders with a total value of less than $50.  Any order for product less than $50 value will be invoiced at the $50 minimum.  Freight or transportation charges are not
included in calculating the $50 minimum.

COLORS AND COLOR CHANGES
EDP has standard colors for products featured in its catalog.  Other colors may be available upon special request.  Any product supplied with custom color is non-cancelable & 
non-returnable.

DESIGN CHANGES
EDP reserves the right to make design changes in its product at any time or to terminate the manufacture of any particular product without notice.  However, EDP intends to issue notice at
least 30 days prior to design changes or discontinuation of products.

RETURNS/RESTOCKING
If approved by the issuance of a “Return Authorization,” products may be returned to EDP for a refund, less 20% restocking charge, or $50 minimum.  Returns to EDP must be freight
pre-paid.

EDP PROPRIETARY RIGHTS
EDP products are manufactured, sold and used under various U.S. and foreign patents, issued and pending.  EDP owns substantial proprietary rights regarding the design and 
manufacture of its products.  EDP grants no license under any of its rights by reason of sale of its products, except the right to resell and use the products delivered to EDP resellers or EDP
customers.

EDP SHIPPING WEIGHTS
EDP shipping weights are listed as accurately as possible.  However, due to the possible design or packaging changes in its product, slight variations may occur.  EDP will not be liable for
minor variations.
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Please circle which product you are interested in: NetCom 3, EX, SL, LANPRO, LanMan, Lan ES, Extreme.  We
may elect to deviate from your choice, if warranted by your equipment list. Please FAX to 1-800-337-3490.

When requesting revisions, please fax the original drawing with corrections marked on the drawing to the above fax number.

Is this prospect from an EDP lead?  Yes_________   No _________ EDP Contact ____________________

Survey conducted by (Dealer Name):______________________________ D a t e :________________________ 

S a l e s p e r s o n : ________________________________                      P h o n e : __________________                  F a x : ___________________                 

C o m p a n y   N a m e:  _______________________________________________________________________________________

E n d   -   U s e r   C o n t a c t :____________________________________________________________________________________                

S t r e e t : ________________________________________________________________________________________________                     

C i t y :______________                  S t a t e :______                 Z i p : _____________                   

P h o n e :  __________________                     F a x : __________________    

R e g i s t r a t i o n   D a t e : ________________________ D e a l e r   N a m e : __________________________________________ 

Product(s):_______________________________ S a l e s p e r s o n :  ___________________________________________ 

C o m p a n y   N a m e  ( E n d  -  U s e r )   ___________________________________C o n t a c t :   ___________________________________

A d d r e s s   ( E n d   -   U s e r )_____________________________________________________________________________________

I n i t i a l   D a t e   o f   C o n t a c t :___________________________________________________________________________________

S p e c i f i c   S y s t e m   D e s c r i p t i o n : _______________________________________________________________________________

EDP Equipment Survey

Project Registration

E D P   U s e   O n l y 

D a t e   R e c e i v e d :____________________________    D a t e   A p p r o v e d : _____________________ V a l i d   U n t i l : _____________________

R e g i s t r a t i o n   N u m b e r : _________________________________________ E x t e n s i o n :___________________________________________ 

S u g g e s t e d   L i s t   P r i c e : __________________________________________ E D P   N e t   P r i c e : _______________________________________

R e v i s e d   P r i c e : _______________Revision Date:______________ Revised Net:_________________________________

Revised Price:_______________Revision Date:______________ Revised Net:_________________________________

Please fax this form to your Inside Sales Representative at 1-800-337-3490              Registration is valid for 6 months

Valid for six months
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Equipment Survey
Please specify product line: NetCom3,EX,SL, LAN Pro,LAN Man, Extreme
Equipment Preset Size  Qty.   Width  Depth Height Comments
Server - Vertical or Horizontal (Ver. Shown)  A,B,C or D

A:8wx18dx20h          B: 10wx 18dx24h

C: 10wx20dx26h        D: 14wx20dx26h
Monitors

A: 15wx15dx15h        B:17wx17dx17h

C:20wx20dx20h        D:22wx22dx20h
Peripherals

Printer

Keyboards

Manuals

Additional Equipment



Please indicate the amount of space available for your Command Center / LAN Workstation
Note placement and dimensions of doors, windows, ramps, fixed power sources, air conditioning, etc.

What is the ceiling height?     __________ (Indicate location and size of sprinkler heads if applicable.)

Will installation be located on a raised floor?     __________ 

How many operators need to be accommodated during one shift?   __________ 

(Layout will be expedited if you can furnish an AUTOCAD or compatible DXF or IGES file of your data center area on a 
3.5 disk--note drawing scale.)  

*Grid may not be precisely to scale. Please use your NetCom template
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